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FOREWORD
!-

I.
This report has been prepared to document the results of the!-

!. Yr-lzCooperativeAirframe/PropulsionControlSystemICAPCS)Programwhich
was sponsored by NASA and accomplished by Lockheed Corporation (Advanced

Development Projects). The report is provided in two volumes to segregate

classified material and thereby facilitate wider use without the constraint of a

"need to know. " Volume I contains much of the descriptive technical material

and is unclassified. Volume II contains the bulk of the detailed technical infor-

mation in appendices and is classified.
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I
SUMMARY

I
1

The operational capability and efficiency of modern aircraft

can be improved and flight crew workload can be reduced by integrating the air-

frame and propulsion control systems. To demonstrate the advantages afforded

by this concept, the NASA Dryden Flight Research Center sponsored the Cooper-

ative Airframe/Propulsion Control System (CAPCS) Program.

In February of 1975, Lockheed Corporation (Advanced Develop-

ment Projects) was selected as prime contractor to perform Phase I of the

CAPCS using a YF-IZC high-performance aircraft. The YF-IZC was selected

because it exhibits a number of rapidly occurring interactions between the engine

inlet and airframe control systems at speeds between Mach Z and Mach 3. Since

the program was directed toward civilian applications, aircraft ride qualities

were also emphasized.

Several existing YF-IZC analog control systems were con-

verted to digital systems. Included were the air data computer, autopilot, inlet

control system, and autothrottle systems. These systems were selected for

conversion because they contained all the parameters el interest for integration

and each had a suitable backup mode of operation, thereby assuring flight safety.

The systems were digitaUy implemented because of the size and complexity of

the controls integration problem. Digital control -,,stems a}8o provide the logic

to handle the many variables and offer advantages in terms of speed, accuracy,

and flexibility. The guiding philosophy called for Lockheed to reproduce the

functions of the existing analog systems as closely as possible so that direct

comparisons could be made to previous flight test data.

Primary development of the CAI_S was performed at the

Lockheed Research Laboratory. Saugus. California (Rye Canyon facility). The

-_ existing airborne Univac 1816 Digital Computer Set wag used to develop and

integrate the software for the CAPCS program. Since the computer had only

been previously qualified at MIL-E-5400. Class I. special testing was performed

ill
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to ensure that problems would not be encountered when it was operated at 55,000

feet altitude and over MIL-E-5400, Class 2X, temperature ranges.

A large-scale mathematical simulation of the aircraft was

used for integration testing and software checkout. The interface between the

CAPES and the simulation was made to represent the interface between the

CAPES and the aircraft as closely as possible. This resulted in a relatively

prohlen_-free installation when the CAPES was installed on the aircraft.

Open loop frequency response tests were performed to

determine optimum gain and phase responses for the digital transfer functions

and to establish sampling rates. Gain tests were performed to evaluate the per- .

formance of the inlet scheduler module.

When satisfactory gain and phase responses were developed

and sampling rates established, closed loop tests were performed to evaluate the .t
CAPES hardware and software. During closed loop tests, performance of the

CAPES and the analog systems were compared. Where the CAPES was found to

have poor performance, logic was altered and sample rates and gains were ad-

justed until satisfactory performance was achieved. The CAPES was then in-

stalled in the YF-12C test aircraft.

Preflight tests were performed to verify the integrity of

the CAPES installation and to ensure that the CAPES and all associated systems
I

were operating correctly and compatibly. The installation checkout proved the I

CAPeS/aircraft wiring interface and verified that the CAPES would respond
"I

satisfactorily to input signals. The interrelationships of the CAPCS and the _1

associated aircraft systems were tested during preflight checkout using opera-
rl

tloual performance tests. Existing preflight procedures and the 9O-day checkout _I

procedures normally used to check performance of the analog counterparts to

.:. CAPCS formed the basis for the operational performance tests. These procedures

: were modified slightly to meet the specific requirements of the CAPCS installs. n

tion and the CAPCS unique scahng requirements. U
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i
The general objective of the CAPCS Phase I flight tests was to

il demonstrate the operational feasibility of the digital system. This objective was

accomplished. It was also hoped that the software could be brought up to pro-

i duction software standards in terms of and cycle time. This objective
storage

was not accomplished, howeverp due to the time limitations imposed by the

t prog ram.
fore shortened

i Stated simply, the primary goal for the CAPCS flight test pro-

I gram was that the pilot should not be able to detect any difference in operation

between the previous analog systems operation and the CAPCS over the full flight

envelope of the aircraft. Understandably, this goal was quite subjective. How-

ever, the system worked as expected with some minor dev_aLions which could

have been corrected during a ftttl development program.

: A secondary goal of the flight test program was to assess the
i

CAI=_S reliability. During the flight test portion of the program only two prob-

I terns of significance were discovered. The first problem was a region around 2.8
Mach number where many unstarts occurred when a standard duct pressure ratio

schedule was used. The second problem was an incorrect rel_resentation of the
automatic inlet restart function. This problem prohibited the inlet control system

from accomplishing an automatic restart at some flight conditions. These prob-

lems could have been solved by changing the inlet control schedules and further

developing the inlet restart logic based on flight test results. It is significant

that in approximately 23 hours of flight there were no failures attributable to

the digital system.

H

I

1981004533-007



TABLE OF CONTENTS

VOLUME I

Section Pa_

FOREWORD i

AC KN OW LE DGE MEN T S ii

SUMMARY iii

LIST OF ILLUSTRATIONS x

LIST OF TABLES xiv

LIST OF SYMBOLS AND ABBREVIATIONS xvii

1 INTRODUCTION I -I

2 SYSTEM DESCRIPTION 2-1

2. I General Description 2-I

2. I. I CAPCS Digital Computer 2-I

2. I. 2 Manual Inlet Control 2-14

2. I. 3 Interface Unit 2-14

2. I. 4 Control and Indicator Units 2-15

2. I. 5 Pressure Transducers 2-15

2.2 Basic Design Consideration 2-16

3 SYSTEM DEVELOPMENT 3-I

3. I Software Development 3-I

3. I. I Software Structure 3-I

3. I. 2 Executive Functions 3-14
i

_ _ 3. I. 3 PMASK 3-17

3.2 Hardware Development 3-17
[-
' 3.2.1 Airborne Computer 3-17

3.2.2 Interface Unit 3-19

4 SYSTEM TEST RESULTS 4-I

4. I General Test Requirements 4-I

vii

-- t

1981004533-008



'FABLE OF CONTENTS (Continued) ""

Section Pa_

4.2 Open Loop Tests 4-6
t

4.2. 1 Frequency Response Tests 4-6

4. Z. 2 Gain Schedule Tests 4-14

4.3 Closed Loop Tests 4-14

4.3. 1 Aircraft Simulation for Closed 4-14

Loop Tests

4.3.2 Closed Loop Test Results 4-16

4.4 Preflight Tests 4-3Z

4.4. I CAPCS Installation Checkout 4-32

4.4.2 Preflight Checkout 4-37

4. 5 Flight Tests 4-37

4.5. I Test Concepts and Philosophy 4-37

4.5.2 Flight Test Plan 4-38

4.5.3 Flight 'rest Results 4-39

5 C ONC LUSIONS 5-1

REFERENCES R-I

VOLUME II .1

Appendix Page

A CAPCS PARAMETERS, EQUA£IONS AND A-I "]
VARIABLES

B COMPUTER PROGRAM B-I i]

C T USTIN IMPLEMENTATION C-I

]
D UTILITIES D- I

]
viii

_ L

t

] 98 ] 004533-009



'FABLE OF CONTENTS (Continued)

Appendix Page

E SYSTEM PARAMETER DATA LIST E-I

F ERROR HANDLING F-I

G COMPUTER INPUT/OUTPUT ADDRESSES G-1 "

H INTERFACE UNIT TEST PROCRAM DESCRIPTION H-I

AND OPERATIONAL CHECKOUT PROCEDURE

I AUTOPILOT, AUTOTHROTTLE AND AUTO TRIM I-I
OPERATIONAL CHECKOUT PROCEDURES

J INTERFACE UNIT DIAGRAMS J-I

ix

1981004533-010



LIST OF ILLUSTRATIONS

VOLUME I

1-1 YFoI2C Aircraft xxii

1-2 CAPCS Prograr_a Development Phases 1-3

1-3 Computer Facility at Lockheed Rye Cyn Research 1-5

Laboratory

2-1 CAPCS Digital Complete and Associated Airborne 2-2

Systet_s

2-2 CAPCS Interconnection Block Diagram Z-3

2-3 CAPCS Air Data Computation Input/Outputs 2-5

2-4 Roll Autopilot inputs 2-7

2-5 Pitch Autopilot Inputs 2-8

2 -6 Autothrottle Inputs 2 - 1 0

2-7 Inlet Physical Components Z-I 1

2-8 Automatic Inlet Controt Functional Block Diagram 2-12

2-9 Equipment Component Locations for Normally 2-1 9

Configured and CAPCS Configured YF-12C Aircraft

3- 1 CAPCS Support Hardware/Software Configuration 3-2

3-Z Univac 1816 Digital Computer Set 3-18 .j

3-3 CAPCS Interface Unit 3-20 "_ !

.il
4-2 Open Loop Schedule Evaluation Test Setup 4-2

4-3 Closed Loop CAPCS Simulation Test Setup 4-4 J

4-4 Test Setup for Preflight Testing 4-5 ]

, I
-t ]
:]
- l'p _

1981004533-011



LIST OF ILLUSTRATIONS (Continued)

Figure Page

4-5 Instrumentation Configuration for Real Time 4-7
Parameter Data Retrieval

4-6 Plot of Amplitude vs. Frequency for Forward 4-8
Door Loop Lag-Lead Network, Theoretical
Response

4-7 Plot of Phase vs. Frequency for Forward Door 4-9
Loop Lag-Lead Network, Theoretical Response

4-8 Plot of Amplitude vs. Frequency for Forward 4-I0
Door Loop Lag-Lead Network Comparing Digital
Mechanization of Two Sampling Rates with
Respect to the Theoretical Response

4-9 Plot of Amplitude vs. Phase for Forward Door 4-II
Loop Lag-Lead Network Comparing Digital
Mechanization of Two Sampling Rates with
Respect to the Theoretical Response

4-10 Plot of Amplitude vs. Frequency for Forward 4

Door Loop Lag-Lead Network Final Digital
Mechanization

4-II Plot of Phase vs. Frequency for Forward Door 4-13
Loop Lag-Lead Network, Final Digital Meclmni_ation

4-12 CAPCS - Controlled Aircraft Simulation, Simpllfled 4-17
Block Diagram

4-I 3 Digital to Analog Control System Comparison for 4-20
Left Inlet Forward Bypass Doors

4-14 Digital Inlet Control System Response to Step 4-Z3
Airflow Changes in the Left Engine

" 4-15 Mach 3 Altitude Hold Test Case 4-Z4

4-16 CAPCS Controlled Simulation Response to a Rudder 4-28

= _ Pulse

xi

1I"1.
!
|
t

1981004533-012



LIST OF ILI,USTRATIONS (Continued)

t_!7 Data Recording System Aboard YF-12C Air_raft 4-40

4-18 The Effect of a Static Pressure Transient on the 4-42

CAPCS

4-19 Auton_atic Restart Cycles at _ :h 2.2 4-44

4-.-0 Comparison of Analog and Digital Restart Cycles 4-48

VOLUME II

Figure Page

A-I I"TH L Pitch Attitude Lag Time Constant A-l?

A-Z PAG Pitch Attitude #erodyamic Gain A-14

A- 3 OJ_H Altitude Integral Gain Schedule A- 15

A-4 0H Altitude Displacement Gain Schedule A- 15

A-5 PMG Mach Rate Schedule A-17

A-6 G Limiter Schedule A-18
LIM

A-7 TC Mach Trim Schedule A-18

A-8 Autothrottte Control System Block Diagram A-20

A-9 Autothrottle Control System Flow Diagram A-24

A-10 Roll Autopilot Block Diagram A-37

A-ll Pitch Autopilot Block Diagram A-43

A-12 Inlet Control System Functional Block Diagram A-59/
A-60

xii

1981004533-01 g



LIST OF ILLUSTRATIONS (Continued)

Figure

A-13 Two Dimensional Linear Curve Fit Algorithm for A-65
Calculating Spike Position as a Function of Angle
of Attack and Mach

A-14 Two Dimensional Cubic Spline Curve Fit Algor:'hm A-66

Used to Calculate DPR and Spike Position

B- 1 EXEC, Initialization B-2

B-2 EXEC, Start of Execution B-4

B-3 EXEC, Run Time Loop B-5

B-4 EXEC, Subroutine List Execution B-7

C-1 Tustin Implementation for Hot Box and Forward C-l

Door Loop

1:

i

t"

i.

: xiii

%.

1981004533-014



, i

LIST OF TABLES

VOLU MI': I
4 .

Table _'

3- 1 Subsystem Moduh, s 3-3

_-2 Subsystem External Inputs 3-4

3-3 Subsystem External Outputs 3-6

._-4 Subsystem Constants and Schedules 3-7

3-5 Calculated Variables 3-10

4-1 Parametric Outputs to and from CAI:K:S and 4-18
Ai rc raft Simulation

4-2 Comparison of CAPCS Inlet Control System and 4-21

Simulated Analog Inlet Control System Performance

in Closed Loop Tests with the Simulated Aircraft

at Mach 3, 400 KEAS

4-3 Comparison of CAPCS Pitch Autopilot and Simulated 4-26

Analog Pitch Autopilot Performances in Closed Loop

Tests with Aircraft Simulation at Ma,.h 3, 400 KEAS

4-4 Overall System Performance Comparison of CAPCS 4-30

and Simulated Analog Counterpart Systems in Closed

Loop Tests with the Aircraft Simulation , !

4-5 CAPCS Computer Subroutine Execution Times 4-31 "" t
@

4-.6 Flight Test Log 4-33 .[

, VOLUME II

'rabl...._.£e Pa_ ]

A-I Values of PAG [Log (PsTAT 1, Log (qc1] (Pitch A-13

Altitude Aerodynamic Gain)

.1
xiv

-1

1981004533-015



I,IST O1'" TABI,I_:S (Continued)

Ta blt' Pa._._,_,_,_,_,_,__,

11-I IUTI._ST Modules 11-4

" 11-2 IIITI:;ST _lodule t_aranletrrs and Intcrlkice Unit 1I-5

Octal I,ocations

[
XV

r.
L_

1981004533-016



LIST OF SYMBOLSAN[) ABBREVIATIONS

Symbol/
Abbreviation Definition

ADC Air data computer

AFCS Automatic flight control system

A/N Automatic navigation

A / P Autopilot

ATCS Autothrottle control system

ATS (X) Summation variable

ATW O Washout output

AV (X) Altitude hold va riable
C ON IN C ontrol input

DEAPI Pitch autopilotinput to SAS - degrees

DEAPZ Trim actuator output

D I Inletdrag - Ib

Dpi N DEAPI input - degrees

DPR Duct pressure ratio

FN Gross thrust - Ibf

GLI M G limiter schedule
GS(X) Gain switch setting

H Altitude - ft

HDS Summation variable - deg/sec

HG Lateral axis heading gain

_* H Integrator output - degrees
INT

KEAS Knots equivalent airspeed

KIAS Knots indicated airspeed

KS Equivalent velocity - knots

KV(X) KEAS hold variable

xvii PRECE° ;NG PAGE BLANK NOT FILMED

!

1981004533-017



LIST OFSYMBOLSANDABBREVIATIONS(Continued)

t, ,rmbol/

Ai t, reviation De finition

1., l_eft actuator input
AT

Left actuator feedback
1"I-'B

I,NCII Notch line output

Altitude output
OUT

, Steering comn_and
' 'SR

1, Heading variable
V3

I, Steering input
V4

LVt, Limiter input

LV7 Limite r output

Xl Math number :

M Uncorrected free stream Mach number
CL

MTVI Lag output - degrees

MVtX) Mach hold variable in deg/sec

N ,( Lateral acceleration i

N Norma :, ,cceleration
Z

Pressure rate of change i

P Pitch attitude aerodynamic gain
A.G

PAP,'. Integrator input - deg/sec

PAP3 Integrator output - degrees

PAP4 Limited output - degrees
t

PA_b Attitude variable - degrees

PAP7 Attitude variable - degrees

PAF'8 Fader - degrees

'tPAP9 Lag output - degrees

PA.," _tJ Hysteresis output

XVIII

1981004533-018



LISTOFSYMBOLSANDABBREVIATIONS(Continued)

Symbol/
Abbr, viation Definition

PI_,A Power lever angle

PMG Mach rate gain

P Standard pressureo

P Total pressure measured on inlet external cowlLM

P Nose boom static pressure - lb/ft 2s

P D8 Static pressure on outer surface of cowls

P Summation variable - degrees
SM

PSTAT Static pressure

P Nose boom total pressure - lb/ft 2t

PT 2 Compressor face total pressure - lb/ft 2

PTOT Total pressure

PTRM Trim actuator input

q Pitch rate - deg/sec

QBD7 Notch output - degrees

Dynamic pressure - lb/ft 2 (differential pitot-qc
static pressure)

QG Pitch gyro input

r Yaw rate - deg/sec

RAT Right actuator input

RFB Right actuator feedback

._ RHO Right hysteresis output

RLG Lag output

_ RNH Notch output
R Normalized pressures

RSA S Autopilot input to SAS

SAS Stability augmentation system

xix

1981004533-019



LIST OF SYMBOLSANDABBREVIATIONS(Continued)

Symbol /
Abbreviation De fi nit ion

THL Lag output

T Lag input
HLI

T MON T racking monitor output

TKE Right engine trina

VTO T True airspeed

TV4 Attitude variable

V Equivalent velocity - ft/sec
e

Wf Engine fuel flow - lb/sec

W Engine corrected airflow - lb/secec

W Inlet corrected airflow - lb/sec
ic

XK(gain) Pitch autopilot gain setting
X Spike position - INSP

YD Forward bypass door position - IN

c_ Angle of attack - degrees

Uncorrected angle of attack - degrees
o

Angle of sideslip [

In P Differential log P

S S "i
A In RMI Differential log qc ""
bin V Differential log KEAS

c , 2!AP Angle of attack differential pressure - lb.ft 2a

t_Pfl Angle of sideslip differential pressure - lb/ft 2

_a Aileron position - degrees

_e Elevator position - degrees

_v Rudder position - degrees il

7c Mach trim schedule

I

1981004533-020



' LIST OFSYMBOLSANDABBREVIATIONS(Continued)

4

, Symbol/
Abbreviation Definition

i 0 Pitch attitude

OH Pitch altitude position gain

0INS Pitch attitude

0_H Pitch integrated gain

O_. Pitch attitude sum (pitch attitude plus trim
" wheel setting)

AKEAS KEAS input

A M Ma ch input

AM T Mach trim error - degrees

A0 Pitch attitude input

h Attitude error - degrees
¢

A _ Heading error
I" Lag time constant

¢ THL Pitch attitudelag time constant

0_ Roll attitude sum

¢BK Bank angle

¢ Roll attitude - degrees

Roll rate - deg/sec

Heading - degrees

xxi

1981004533-021



r
Figure I-I. YF-IZC Aircraft

t x.xii

1981004533-r)pp



SECTION1

INTRODUCTION

The operational capability and efficiency of modern aircraft

can be improved by use of integrated airframe/propulsion control systems.
!

The integration of control systems allows the minimization of undesirable inter-
i

actions and the maximization of desirable interactions between the various air-

craft components. Flight crew workload is also reduced by greater automation,

allowing more time for operation of systems not directly involved with controll-

ing the aircraft.

J

Historically, very little integration of systems has beenac-

complished for several reasons. One reason is that in older generation air-

craft the number of systems was small, the interactions were fewer and the

pilot workload was smaller. For such aircraft the pilot could effectively inte-

grate the systems by his control inputs. Another reason is that it was desir-

able from a design viewpoint to have independent systems so that each system

could be analyzed separately. With this approach designers could confidently

expect the total system to operate efficiently in the manner intended. Unfort-

unately, however_ today's sophisticated aircraft have a multitude of controlled e

rapidly interacting variables and it is difficult to predict what the component

interactions will be. Moreover 0 the pilot can not be expected to react rapidly

enough to be effective in controlling the interactions. Thusp it is imperative

that future aircraft control systems be constructed with a maximum of inte-

gration and flexibility so as to afford maximum utility and efficiency for every

; fore seeable mission.

The NASA Dryden Flight Research Center sponsored the

Cooperative Airframe/Propulsion Control System (CAPCS) Program to

demonstrate the advantages of such control systems. The YF-IZC aircraft

(Figure I-I) was selected because it exhibits a number of rapidly occurring

l-I

1981004533-023



interactions between the inlet and airframe control systems at speeds between

Mach 2 and Mach 3. The goals of the program were to show increased efficiency

and better flight path control across the flight envelope of the aircraft. This

work was directed ' yard civilian applications so aircraft ride qualities were

also emphasized.

The CAPCS program, as conceived, encompassed two develop-

mental phases (Ref. 1). In the first phase (Figure 1-2) the existing YF-I2

analog air data computer, autopilot, inlet control system and autothrottle system

were to be converted to digital systems. These particular systems were select-

ed because they contained all of the parameters of interest for integration an_

each had a suitable backup mode of operation, thereby assuring flight safety.

Digital implementation of the CAPCS was considered necessary because of the

size and complexity of the controls integration problem. Digital control systems

provide the logic to handle the many variables and offer advantages in terms of

speed, accuracy and flexibility. In the second phase of the program optimal

control laws were to be developed and mechanized on the digital system. Un-

fortunately, however, only the phase I objectives were attained because the

CAPCS program was terminated before phase Ilwas initiated. Thus, only the

phase I objectives (conversion of the various analog systems to digital systems)

are addressed in this report.

In February of 1975, Lockheed Corporation (Advanced

_evelopment Projects) was selected as prime contractor for the CAI_S phase

I effort. Lockheed's responsibilities included system definition, selection of I

hardware and production of the associated software. The guiding philosophy "

called for Lockheed to reproduce the functions of the existing analog systems -1
.|

as closely as possible so that direct comparisons could be made to previous

flight test data. Two exceptions to this philosophy were made: In the area of "I
.I

air data computations the equations were applied in such a manner as to fully

utilize the capabilities of the digital computer; and two r_ew control features
J

were added to the pitch autopilot: namely, speed hold and altitude hold operating

IoZ ]

.]
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modes. The new equations for these modes were supplied by NASA.

The primary development of the CAPCS took place at the Lock-

heed Research Laboratory° Saugus, California (Rye Canyon facility) (Figure 1-3).

Here the system w,,_ test, d by interfacing it with a simulation of the YF-IZ air-

craft, thus allowing the hardware and software to be checked out in a closed loop.

Considerable emphasis was given to .naking the interfaces between the CAPCS

and the aircraft simulation as realistic as possible. After testing was complete,

the system was installedin a YF-IZC, serial no. 937, and during the May -

Septen_ber 1977 period, 10 missions were flown at NASA Dryden Flight Research

Center which demonstrated the system over the fullflightenvelope of the aircraft.

After that, three additionalmissions were flown by the USAF for pilotevaluation

purposes.

This report has been prepared to document the technical as-

pects of the YF-12 CAPCS program. The report has been prepared in two

volumes to facilitate use and consists of a Summary, five sections and ten appen-

dices. The highlights, results and general b=_ck_,round information are presented

in the Summary for the benefit of the casual reader. For those who may not be

familiar with the program, the CAPCS is described in Section 2 and some of the

basic design considerations are also presented. Section 3 contains a technical

account of the CAPCS hardware and software development. CAPCS laboratory t

and flight test methods and results are described in Section 4. Program re-.

suits and conclusions are summarized in Section 5. The bulk of the technical |
t _

material is provided in Appendices A thru J in Volume II. A List of Symbols o

and Abbreviations is also provided in order to define the various symbols,

abbreviations and acronyms used in this report. Documents referred to herein I

are iderzified under References at the end of Volume I.

1-4
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SECTION2

SYSTEMDESCRIPTION

2. 1 GENERAL DESCRIPTION

The Cooperative Airframe/Propulsion Control System (CAPCS)

is a digital control system that was developed on an experimental basis to de-

monstrate the feasibility of replacing the analog air data system, the analog

autopilots, the analog automatic inlet control system and the analog autothrottle

system on the Y__-I2C aircraft with a digital computer that is capable of per-

forming the same functions as its analog counterparts. Figure 2-1 shows the

relationship of the CAPCS digital computer and the associated onboard equip-

ments. Phy=ically, the CAPCS consists of a general purpose digital computer,

an interface unit, a control unit, a display unit and four pressure transducers.

These units are interconnected in the manner shown in Figure Z-2 and are

described in the following subparagraphs.L

i Z. 1. 1 CAPCS Digital Computer

A Univac Model 1816 Digital Computer set, an available "off-

i the-shelf" unit, was selected for this application. Communication to and from

the computer is performed over two types of interfaces: an input/output port

and a multiport memory interface.

The computer is configured with four input/output (I/O)

channels. In the airborne configuration two of the I/O channels are used: one

for the control unit and the other for the interface unit. During ground opera-

. tion the remaining two I/O channels are used for ground support equipment
_T

(see Figure 2-2). The I/O channels are 16-bit parallel channels that operate

in a full duplex mode. The full duplex mode allows for simultaneous input and

output transfer operation. Each input channel and each output channel has its

own set of parallel data lines and control lines. Output channels are used to

' transmit data and external functions (or comrnands) to peripheral equipment.

Z-1
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Input channels art, used to receive interrupt codes or data from the same equip-

mont. All input/output activity is asynchronous and the timing is ,_ependent on

tile speed of tile peripheral. ]'he nmltiport n_emory interface, port !, allows

connection of an external metnory bank to attgment the two 16k word banks

within the computer.

As indicated in Figure 2-1, the CAPCS cotnputer receives

inputs from pressure transducers and in turn performs air data computations.

It then utilizes the latter, along with inputs from the associated flight reference

and automatic navigation systems, to generate autopilot, throttle and inlet

control conu_ands.

t

t

2. 1. 1. 1 Air Data Computations. Air data computations are performed

by the CAPCS computer using total and static pressure inputs from the aircraft

noseboom and associated pressure transducers (Figure 2-3). The noseboom 1_

features a compensated pitot-static probe and an offset hemispherical head flow

direction sensor. The pitot-static probe senses impact pressure (Pt) at the

probe tip and static pressure (P J at two sets of orifices. Flow angularity in
S

the pitch plane (angle of attack) is determined by the magnitude of the pressure

difference ( A" ) between two orifices in the vertical plane of the hemispher-
Or I

ical head. Similarly, flow angularity in the yaw plane (sideslip) is determined ['
I

by the magnitude of the pressure difference ( A P_) between two orifices in the

horizontal plane of the hemispherical head. Pressures Pt' ps' APcyand '_P_

• re measured by four high-accuracy pressure transducers. The outputs from

the pressure transducers are processed by the digital computer, which com- .

, putes the following outputs: true airspeed, pressure altitude, Mach number,
i

; knots equivalent airspeed (KEAS), angle of attack, angle of sideslip, Mach 1

number, altitude rates of change, and logarithmic representations of static

Ipressure and compressible dynamic pressure; it also computes differences

between Mach number and a Math number schedule (Math error), KEAS and 1

KEAS schedule (KEAS error), and a KEAS bleed schedule as a function of Mach .l

number.

I
Z-4
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2. 1. 1.2 Autopilot. The autopilot provides a way to achieve hold modes

in the roll and pitch axis during flight. Use of the autcpilot is optional and often

depends upon mission requirements. The autopilot is comprised of roll and

pitch autopilots whic, use she above air data computations as v, ell as inputs

from the automatic navigation system and the flight reference system to main-

tain its modes of operation. The autopilot outputs are summed with stability

augmentation system (SAS) outputs and applied to the flight control surface

actuators.

The roll autopilot (Figure Z-4) provides three modes of con-

trol: attitude hold, heading hold, and automatic navigation. In the attitude

hold mode, a roll rate gyro input and an attitude hold reference signal from the

flight reference system are used. In the automatic navigation mode, automatic

nav gation system outputs are used. In the heading hold mode, outputs from

the flight :eference system are used. Roll autopilot outputs are combined with

roll SAS outputs and the resulting signals are supplied to the elevon actuators.

The pitch autopilot provides five modes of control: attitude

hold, Mach hold, KEAS hold, altitude hold and Math trim. An automatic trim

function is provided during all of these modes. A block diagram showing in-

puts to the pitch autopilot is shown in Figure 2-5. The attitude hold mode uses

the pitch attitude reference, logarithmic static pressure and pitch rate gyro

inputs. A pitch wheel in the cockpit allows the pilot to make minor corrections

to the reference attitude. The Mach hold mode uses internally generated signals

of Mach number error and Mach number rate of change. The KEAS hold mode

is similar to the Mach hold mode except that KEAS rate of change and KEAS

error inputs are used. The KEAS hold mode is capable of maintaining a spec-

ified KEAS bleed line. The altitude hold mode uses internally generated signals
?-
_ of altitude and altitude rate of change to keep pressure altitude constant. The i

pitch axis autopilot outputs are combined with the pitch SAS outputs and fed to

the elevon actuators. I
I

The Mach number trim system provides artifical speed

z-6 !
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stability during aircraft accelerations or decelerations in the Mach number

range from 0.2 to 1.5 whenever the pitch autopilot is disengaged. The system

uses internally generated Mach number inputs which, after processing, are fed

to the pitch trim actuator.

2.1.1.3 Autothrottle. The autothrottle has two control modes: Math

number hold and KEAS hold. The purpose of the autothrottle is to allow these

operational modes without changing the longitudinal flight path of the airplane.

Mach number error and KEAS error are input to the autothrottlesubsystem

from the air data computations section and pitch attitudeis input from the flight

reference system (see Figure 2-6). The digitalcomputer processes these in-

puts and produces a command signal which goes to the autothrottleservos.

Both engines are controlled symmetrically in the afterburning range.

2. I. I. 4 Automatic Inlet Control. The inlet (Figure 2-7) is of the trans-

lating spike type, with approximately 40 percent of the compression occurring

externally and 60 percent internally. Boundary layer air is removed through a

slotted surface on the spike and a ram scoop or shock trap on the cowl. For-

ward bypass doors of the rotary type are used to match engine airflow to inlet

airflow and to control the position of the terminal shock wave. Aft bypass doors

just in front of the compressor face provide additional bypass capability for

intermediate Mach numbers. Aft bypass airflow and shock trap bleed air are

ducted rearwards to the ejector of the J58 engine. Spike bleed and forward by-

pass flow are dumped overboard through Iouvered exits.

The CAPCS computer achieves automatic inlet control by

: generating Spike Position and Duct _ ressure Ratio commands for each inlet.

_,, In doing so it processes data inputs from a normal acceleration transducer near

: the aircraft center of gravity as well as angle of attack, angle of sideslip, and

• Mach number data inputs (see Figure 2-8).

The spike position loop is used to control the throat area and

the contraction ratio of the inlets. The spike position schedule is primarily a

2-9
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function of freestream Mach number. The nominal spike schedule is biased to

more forward positions when deviations from nominal values of angle of attack,

angle of sideslip or normal acceleration occur.

The duct pressure ratio loop is used to control the position of

the terminal shock wave in the inlet. The duct pressure ratio is the ratic, of a

static pressure in thc inlet throat, PsDS, to an impact pressure on the outer

surface of the cowl, PpLM. The throat static pressure varies as a function of

the terminal shock wave position. The forward bypass doors are used to move

the terminal shock wave until the duct pressure ratio measured by the system

matches the duct pressure ratio commanded by the inlet computer. There is a

nominal duct pressure ratio schedule which varies with airplane _ch number.

This schedule was derived from wind tunnel and flight tests and is intended to

result in the desired shock position. The schedule is biased to a lower duct

pressure ratio for deviations from nominal values of angle of attack, angle of

sideslip, and normal acceleration. At a given flight condition, this tower duct

pressure ratio command increases the opening of the forward bypass doors

and moves the terminal shock wave farther downstream.

An inlet unstart sensor is used to determine when the normal

shock moves outside the inlet. When an unstart occurs, the unstarted inlet is

switche(, to an open loop restart mode. The forward bypass doors open at max-

imum re.re to the full open positio;% and the spike moves 15 inches forward or

full forward if it is retracted less than 15 inches. The spike then returns stow-

ly to the scheduled position and the bypass doors slowly close to return the duct

pressure ratio to the scheduled command.

_ The airplane rolling and yawing motions associated with an

inlet unstart can be severe. To reduce the severity of the unstart transient,

the opposite inlet switches automaticaU¥ into tl, e restart mode at the same t_me

as the affected inlet. This mode, which is called a crosstie, is so effective

that sometimes the pilot cannot tell which inlet unstarted.

2.13
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2. I.2 Manual InletControl

For flight safety reasons & m:xnual inlet control capability is -_

provided which is ir_:;. _endent of the automatic inlet control system. WheLl _i.ag

the man,_a! qy_tem the, nilot observes the cockpit display of Mach number and

positions the spike and bypass doors of eacn [i:!ot accordingly.

2. 1. 3 Interface Unit

The interface unit was supplied by Minneapolis-Honeywell and

built to Lockheed-ADP specifications. It converts or formats the analog or

digital input signals from the associated aircraft systems to a form cor,'patible

with the Univac 1816 Digital Computer and converts or formats the computer

output signals to a form suitable for input to the same aircraft systems. Com-

munications to and from the compu_.er are maintained over two types of inter-

faces: the input/output port and a multiport r'_emory interface.

The interface unit was a.esigned around the multiport memory

interface. The interface unit acts like a CPU memory and runs asynchronousty.
!

Every 2.5 milliseconds the interface unit converts and formats all analog signal_ 9

(synchro, AC and DC) and stores the results ins semiconductor RAM. The ,

compater accesses a particular converted parameter by loading a register from _!
I

the respective address in the RAM. Parameters are output from _he computer !

in a similar manner. The process of converting digital parameters to an analog [

form is RAM. The memory addresses assigned to the various I/O functions are

listed in Appendix G.

The serial PCM data is transmitted via the I/O port in the i
interface unit. The block of PCM data to be transmitted is organized within the .,

computer memory. The blocks are Z20 16-bit words in length with the first two -1
words being the sync pattern. Each word is transmitted to a double buffer ar- .[

rangement in tl'.e interface unit. When a word is converted from parallel to .I
.Iaerial, the next word is loaded into the output buffer and the computer is re-

quested to send a word to the holding buffer. ]
.|

,I.14
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2.1.4 Control and Indicator Units

I
Sepa.rate control and indicator units were designed and built t

by NASA D_'KC to provide control and indicator display functions for the CAPES.

The indicator unit was installed in the front cockpit and provided the pilot with

appropriate indications of the CAPES operating modes and submoc.es. The con- ]

[trol unit was installed in the rear cockpit to give the operator the capability of

selecting the desired CAPES parameters. !

The control unit incorporates four thumbwheel switches which

allow the operator to make inflight modification of the spike and door schedules,

the autopilot altitude hold gain, and the autothrottle KEAS hold gain. The thumb-

wheel switches are 10-position types, allowing for selection of settings 0 through

9. The 0 positions represent the nominal values. For each change of switch

position the associated parameters are changed by a fixed amount. For the

spikes, each successive position corresponds to 0.5 inch added to the spike

schedule; for the doors the change is -0.05 duct pressure ratio units; for the

autopilot and autothrottle gains, the change is 5 percent from the nominal value.

A momentary action switch is provided in both the front and rear cockpits to

enter the values established by the switch settings.

2. I.5 Pressure Transducers

2. I. 5. I Total Pressure Transducer. The total pressure transducer

is a digital precision pressure transducer manufactured by Garrett Airesearch

(Part No. 2100778-3). It has a range of 0 to 80 in. Hg absolute and has a static

accuracy of+ 0.010 in. Hg or + 0.02 percent total pressure, whichever is i

greater, over a pressure range of 1 to 80 in. of Hg. At pressure rates of _,

• change (p) up to + 0.3 in. Hg/sec, the error may be no greater than the sum of i

the allowable static error plus 0. 050 second multiplied by p. Following a max- I

imum rate of change the transducer is required to be within the specific toler- i

ance O. 1 second after the input has stabilized.
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2. 1. 5.2 Static Pressure Transducer. The stat:,c pressure transducer

is a digit,_l precision transducer which is also nlanufactured by Garrett Airc-

search (l_art No. 210'377b-_-1_. It has a range of 0 to 36 in. Itg al)solute and

a static accuracy of 4 0. 009 it't. [lg over a pressure range of 0. 322 to 3 I. 0 in.
b.

Hg. At pressure rates of change (p) up to 4 0.3 in. Hg/sect the error may be

I,o greater than the sunl of the allowable static error plus 0. 050 second multi- "
iq

plit,d by p. l"ollowing a naaxinauna rate of change the transducer is required to

be withil_ the specified tolerance 0. 1 second after the input has stabilized.

2. 1. 5.3 Differential t_ressure Transducers. Two analog quartz differ- "
i 6

e,,tial pr¢,ssure transducers were used to n,easure angle of attack and angle of

sideslip differential pressures, _P and AP , respectively. These trans-
t3 • #

ducers were "off-the-shelf" devices that were currently being used in the F-16

air data computer. They had been previously flight qualified by virtue of having

nwt all MIL-STD-5400, Class ZX specifications. The transducers exhibit the i
t

following characteristics at environmental extremes: _ i

t
Pa ramete r Specified Range ?

T!
Pressure range -25 to +2-5 in. Hg • i

Output 10V full scale ! i'_

Power required + 15V DC, 0.8 watt max. '
-

Accuracy +_ 0.1% full scale ,!

Hysteresis 0,005% full scale ]

Acceleration sensitivity 0.01% full scale/g

_. Z BASIC DESIGN CONSIDERATIONS

The system design of CAPCS was driven by the requirements J

that (I} the system should not compromise flight safety, (2) the cockpit opera- I

!. lion of the replaced analog subsystems should remain unchanged, and (3) the

[ CAPCS installation should allow easy reversion to the analog configuration.

', ]
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Flight safety considerations _,,ctated which analog subsystems

would be replaced with the digital system. For example, the SAS was not

digitized because there was no readily obtainable backupSAS available. Also,

the analog inlet control system computers contained the n_anual inlet control

circuitry, and since it was decided to remove these computers, the analog

manual inlet control function was retained by incorporating it into the CAFES

interface unit. The final fl.ight safety consideration was the analog air data

computer which furnished information to the SAS and cockpit instruments. An

analog air data computer was retained to perform these functions so the digital

computer thus furnished information only to those subsystems that were digitized.

Therefore, none of the functions nerformed by the CAI°CS impacted flight safety

and backup capability was provided for each of these functions.

The CAPCS was invisible to the pilot; i.e., the cockpit oper-

ation of the centralized digital system was the same as the operation of the

analog subsystems. The pilot interfaced with the autopilots via the Automatic

Flight Control System (AFCS) function selector panel. The engage logic and

the available submodes were the same as for the analog system. The selection

of automatic inlet control, manual inlet control, and restart were provided by

the same four control knobs, restart and throttle switches. The autothrottle

control panel was the same for either digital or analog control. The only cock-

pit differences between the digital and analog systems were the addition of two

circuit breakers, a CAPCS ON/OFF switch and a CAPCS FAIL annunciator

that was added to the master caution panel. Operation of the CAPGS-controUed

aircraft systems was thus essentially unchanged from the previous configuration

except for the following procedural differences:

a. The CAPCS had to be turned on by the pi|ot at engine start and

turned off before engine shutdown.

b. The inlet Manual Restart mode had to be selected for both take-

off and landing. (This action was necessary because one level of

redundancy was lost in logic that kept the inlet spikes full forward
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at low speed when the analog inlet control was replaced with the

CAI°CS. There was concern that the inlet duct would collapse

if the inlet spike nloved full aft when the engine was at military

power av.d tilt. aircraft forward velocity was under 250 knots. ) _

c. If a CAt)CS failure occurred the pilot had to imnaediately switch

to manual control of the inlets.

The final consideration for the CAPCS design was that it be

installed in such a manner as to allow easy reversion to the original analog

configuration. The physical locations of the analog inlet control computer, auto-

throttle computer and AFCS computer on the nornaally configured aircraft are

indicated in Figure 2-9. Prior to the installation of CAPCS the autothrottle

control electronics and inlet control system analog computer were removed

fror_a the aircraft. The CAPCS digital computer and interface unit were then

installed in the nose along with the _P,v and APO differential pressure trans-

ducers (see Figure 2-9). Both the computer and interface unit were installed

on hinged mounts so that they could be rotated down for trouble shooting of inter-

face unit through cables which previously interconnected the inlet control com-

puter and autothrottle computer. Since the pitch and roll autopilot functions
..

were now being handled by the CAPCS, only the SAS computer position of the !

AFCS needed to be retained. The pitch and roll autopilot computer modules

were thus removed from the AFCS and replaced by dummy modules which merely !

served to maintain the required electricalinterconnections. The CAPCS was

then connected to this unit by cables. Thus the original analog configuration

could be restored merely by re,aaoving the CAPCS units and the dummy modules,

reinstalling the inlet control computer, the autothrottle and the pitch and roll

compl.,ter modules, and reconnecting the units as before.
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SECTION3

SYSTEMDEVELOPMENT

3. 1 SOFTWARE DEVELOPMENT

The development and integration of software for the CAPCS

program was accomplished by Lockheed-ADP at the Lockheed Rye Canyon re-

search facility. The software support facility at Rye Canyon consisted of the

airborne Univac 1816 Digital Computer and the required commercial peripherals

to support Univac's Level II support software. The computer was configured

with eight I/O ports, a 3Zk core memory, and an ROM bootstrap loader which

would accommodate either magnetic or paper tape. Figure 3-1 illustrates the

hardware configuration which comprised the CAPCS software support facility.

The capabilities of the computer resident support software are also itemized

in Figure 3-1. The Rye Canyon facility was used to develop all of the operation-

al and associated support utilities which are described in the following para-

graphs.

3.1. 1 Software Structure

Each CAPCS computer subsystem (air data computer, pitch

autopilot, roll autopilot, autothrottle control system and inlet computer) is

implemented by a set of module subroutines. The addresses of these modules

form the set from which the running list elements are drawn. The modules
|

serviced by various support subroutines. The modules associated with i_are
I

each subsystem are listed in Table 3-I. The external inputs and output of the

subsystems are given in Tables 3-_ and 3-3p respectively. Lists of the con-

stants and schedules used and the intermediate calculations are given in Table

3-4 and 3-5.

The subsystem functions are split into modules on the basis

of their usage and their dominant time response. For example, in the air data

! calculations, the calculations of aerodynamic gain are split off from the cai-
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RESIDENTSUPPORTSOFTWARE

UNIVAC LEVELI"[ FUNCTIONS
SUPPORTSOFTWARE

MACRO ASSEMBLER
F(_RTRANCOMP ILER

',ICH MONITOR
=,

LIST, COPY, DELETE,FIND
LIBRARIAN EDIT, ADD, TERMINAI'E,PAUSE

LINKING LOADER

• ASC I"I COOEDDECIMALTOBINARY
• BINARYTOASC 13 CODEDDECIMAL

UTILITY ROUTINES • ASC n TOFIELDDATACHARACTER
• FIELDDATATOASC 13 CHARACTER
• ASCII OCTALTOBINARYCONVERSION
• BINARYTO ASC1"1"OCTALCONVERSION

SYSTEMTAPEGENERATOR

PRINTERDUMP, STORECONTENT,
DEBUGROUTINES BINARY DUMP, SNAPSHOTDUMP

MASKEDMEMORYSEARCH

REMEXPAPER KENNEDY----- TAPETRANSPORT
TAPEREADER_UNCH (45 IPS, /'TRACK)

I ,ON,OY,
i o,,uMMAo oc]

TAPEFORMATTER (45 IPS, /-TRACK)_._.J
UNIVAC
IB16 i

I ,,,,, ,

I

l
UNISCOPECRT

I
Figure 3-1. CAPCS Support Hardware/Software Configuration
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TABLE 3=I. SUBSYSTEM MODULES

Execution Description

Subsysto,u Module Rate (Hz) Reference
il gl I

Air Data Computer ADCS 1 10 Appendix A-I

ADCS 2 10

ADCS 3 10

ADCS 4 5

Pitch Autopilot PAPS 1 50 Appendix A-IV

PAPS Z 5

PAPS 3 20

PAPS 4 20
i ,a

RoLL Autopilot LATAXN 50 Appendix A-III

LATAXS Z0
|

Autothrottle Control System ATCS 20 Appendix A-II
i i ii

Inlet Computer HOTBOX 100 Appendix A-V

FORLPS 50

IN LTSH 5

3-3
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TABLE 3-?. SUBSYSTEM EXTERNAL INPUTS

= .

Module Variable Name Computer Units Scale
h, ,

AIR DATA COMPUTER
i llll •l

ADCSI Staticpressure P PS$ in. Hg 40.0s

ADCSI Static pressure PSTAT PSTATS in. Hg 40.0

ADCSI Total pressure Pt PT$ in. Hg 100.0

ADCSI Total pressure PTOT PTOT$ in. Hg 100.0

ADCS3 Angle of attack_ AP DACFA$ in. Hg 6.9
differential pressure

ADCS3 Angle of sideslip, hPfl DBETAS in. Hg -3.95
differential pressure

_. ,. , J | i,

PITCH AUTOPILOT
q

PAPS1 Pitch gyro input QG QGYRO$ deg/sec -4. 80455

PAPS3 Pitch attitude A0 THERR$ deg 139 178

iPAPS4 Trim actuator output DEAPE DEAPES deg 30.0
- i

ROLL AUTOPILOT
i • • _7

LATAXS Roll attitude _ RLLAT$ deg -45. 8015 .

LATAXS Bank angle _BK BNKAG$ deg 1. 31818

LATAXS Auto Nay A/N AUTNV$ deg -42. 8571
m

LATAXS Roll attitude SUM '/hr, PHISM$ deg -180.0
4=4

LATAXS Heading t_ HEADS deg o183. 299 I

LATAXN Roll rate _" ROLLR$ deg/sec -5.71738
9

t I , • II I • I I

AUTOTHROTTLE CONTROL SYSTEM
i i i i m ii

ATCS Mach/KEAS trim TM/K MKTRM$ deg -5.0

ATCS Pitch attitude 01N S INSTM$ deg 180.0

ATCS Right engine trim TRE RENTM$ deg -10.0

ATCS Left PLA LpL A LPLATS in. -0.58

ATCS Right PLA RpL A RPLAT$ in. +0.58

3-4
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TABLE 3-2, SUBSYSTEM EXTERNAL INPUTS (Continued)

Module Variable I Name Con purer Units Scale
I

INLET COMPUTER

HOTBOX Duct pressure LPRSS II0°/PRU 2.0
ratio LPRSC -

(fulcrum position) R PRSS -
RPRSC

HOTBOX Duct pressure DPRLSC 110°/PRU 2.0
ratio DPRRSC -

(commanded)

FDRLPS E-core output L2PE$ Vac 0.6
E-core output KZPE$ 0.6

FDRLPS Spike bias VLOC L$ Vac Z0V/in.
Spike bias VLOCR$ Vac 20V/in.

FDRLPS Inlet unstart USTL$ - I. 0
Inlet unstart USTLR$ - I. 0

FDRLPS Duct error gain K3D K3D - 1.0

INLTSH Mach MACH$ M 3.5

1NLTSH Angle of attack ALPHAS deg 14.0

INLTSH Sideslip angle BETAS deg 6.0

INLTSH Normal acceleration DNZ g's 2.5

INLTSH Inlet discretes HUSTR$ - I. 0

3..5
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TABLE 3-3. SUBSYSTEM EXTERNAL OUTPUTS

Module Variable Name Computer Units Scale
,, , , ,

PITCH AUTOPILOT

SWITCH High KEASwarning HIKEAS RLYWD$ logical i

PAPS3 Autopilot input to SAS DEAP1 DEAPI$ deg Z. 3 ,

PAPS4 Input to trim actuator PTRM PTRMD$ logical

ROLLAUTOPILOT

LATAXN Autopilot input to roll RSA S RLSAS$ deg 3.2Z195
SAS

SWITCH Lateral autopilot RAE M RLYWD$ logical
cockpit

INLET COMPUTER ,
u

HOTBOX Motor command LDPRM$ Vac + 33.0

HOTBOX Motor command RDRM$ Vac + 33.0
i

FDRLPS Door command ERLFD$ rnA I. 0

FDRLPS Door command ERRFD$ i!

INLTSH Solenoid commands SOLEN$ - I. 0 ' ' [

INLTSH Spike extend/retract ERLSV$ mA 0.0275
commands mA/in. I

INLTSH Spike extend/retract ERRSV$ mA [
c on_ nlands

r

INLTSH Duct pressure DPRL$ II0"/ 220"

PRU

IN LTSH Ratio commands DPRR$

Iw

]
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TABLE 3-4. SUBSYSTEM CONSTANTS _.ND SCHEDULES

Module Constant Name Computer Value Units

AIR DATA COMPUTER

ADCSI Standard pressure P0 PZERO 29.92126 in. Hg
m

ADCS1 H, range 1 b 1 MBI 147447.0 feet

ADCS1 H, range 1 n I - 5.2561 feet

ADCSI H, range 2 d2 D2 4901.85 feet

ADCSI H, range 2 c 2 MC2 20505.85 feet

ADCS1 H, range 3 H 3 H3 82021.0 feet

ADCSI H, range 3 c 3 - 236943.0 feet

ADCSI H, range 3 b 3 B3 0.0245607 feet

ADCSI H, range 3 n 3 - 11.3878 feet

ADCSI MCL constant K - 166, 9216A M

ADCSI MCL constant K KHAT 0. 726830
ADCSI V constant K KEQUIV 204. 1018 feet/see/

e v (in. Hg)l/2

ADCSI KEAS conversion KKV KKEAS 0. 592484 knots/
(feet/sec)

ADCSI Mach function C N (R) CP MCL

schedule

ADCSI Probe correction DMP DMPCOR Mach

(M) schedule

ADCS3 _bias _b ACPBS 5.8 deg

ADCS3 _bias _b BETBS 0.0 deg

ADCS3 _ function KAI(M) KAI _o dig
schedule

ADCS3 o function D (oo) _ deg
schedule

ADCS3 _ function KBI(M) KBI _ deg
schedule
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TABLE 3-4. SUBSYSTEM CONSTANTS AND SCHEDULE3 (Continued)

Module Constant Name lCompute r Value Unit s

AIR DATA COMPUTER

AI)CS4 Pitch attitude lag CTHL{I°gPsTAT ) TTHL$ THL sec
Schedule

ADCS4 Pitch aero gaiia PAG (log PSTAT P3GS$ PAP6 deg/deg

log (qc)) Schedule

ADCS4 Pitch integrated OfH (log PSTAT ) THNTH$ AV3 deg/sec/

gain Schedule In (PSTAT)

ADCS4 Pitch position gain %i (log PSTAT ) THETH$ AV2 deg]ln

Schedule (PsTAT)

ADCS4 Mach rate gain PMG (log PSTAT ) PGAIN$ MVI

Schedule

AI)CS4 G-limit GLI M (M) GLIM$ HIN T deg/sec

Schedule

ADCS4 Mach trim schedule _¢, (M) GAMC$ _ Mr deg

Schedule

ADCS4 Lateral heading H (IVi) HDMGS$ LV3
gain g Schedule

PII CH AUTOPILOT
•,. ., i

PAPS2 Altitude calculation X XKQ 440. 0 deg/ln

KQ (PsTsT)/

sec "?

PAPS2 Altitude calculation XKH XKH 0.5 deg/ln "_

(PsTAT)/sec I

PAPS2 Altitude calculation XKI H XKIH 0.25 deg/ln

(PSTA_/ 1
lec

PAPS2 KEAS calculation XKQI4 XKOI4 65, 0 deg/sec/ I

In (V e)
o

!
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TABLE 3-4, SUBSYSTEM CONSTANTS AND SCHEDULES (Continued)

Module Constant . Name j Computer Value Units
PITCH AUTOPILOT

PAPS2 Bleed gain XKBGN BLDGAN 0,02 deg/sec/knots

PAPS2 KEAS calculation XKQIZ XKQI2 I0, 0 deg/sec/In (Ve)

PAPS2 Ivlach calculat'on XKQI5 YKQI5 65, 0 deg/sec/In (R-l) /
sec

PAPS2 Mach calulation XKQI3 XKQI3 I0,0 deg/sec/ln (It-I)

PAPS3 Attitude calculation XKQ 2 XKQZ 0,_ deg/deg/sec

PAPS3 Attitude calculation XKQ 4 XKQ4 0.15 deg/deg/sec

PAPS3 Attitude calculation XyQ 5 XKQ5 1.0/3o0 deg/deg/sec

PAPS3 Attitude calculation XKQ 8 XXQ8 0.5 deg/deg/sec

PAPS3 Output calculation XKQ 7 XKQ7 1.0 deg/deg/sec

PAPS3 Output calculation XKQ 7 XKQ7P 0.7 deg/deg/sec

i , ii m iAUTOTHROTTLE CONTROL SYSTEM
i • _ i is ii l d i i

ATCS Ma:h gain MGAIN M_,AIN °300, 0 deg/Mach

ATCS KEAS gain KGAIN KGAIN -2.3 deg/knots

ATCS High pass gain Hip HIPSGN 6.5 deg/knots

ATCS INS gain GIN S INSGN 2.0 deg/deg

ATCS Proportioral gain KpROP PROPOT 3.0 deg/deg

ATCS Control gain K K I. 0 deg/deg

ATCS Integrator gain GIN T - 0. 025 deg/sec/deg

ATC$ Fe,-dback gain KS MKS 1"/. 3 deg/in.
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TABLE 3-5. CALCULATED VARIABLES

t_

Module Variable Name Computer Units
i , |1 i i

AIR DATA COMPUTER

- ADCS1 Normalized pressure R RS$ in. Hg
S " "

ADCS1 Pressure altitude H H$ feet

ADCS1 Impact pressure q QC$ in. Hgc
ADCS1 Pressure ratio R PRATO

ADCS1 Mach, uncorrect,-d M MCCcc

ADCS1 !Mach, probe corrected M MACH$

ADCSI Dynamic pressure q Q$ in. Hg
i

ADCS1 Equivalent velocity V VEQIV$ feet/sec .e

ADCS1 Equivalent velocity K KEAS$ knots

ADCS1 Bleed line bias K B KSMHB$ knots

ADCSZ Altitude rate d/dt(H) HDOT$ feet/sec ]

ADCS2 Altitude position error A In DLPS$ In (PsTAT) 1

(PsTAT)

ADCSg Keas position error Aln (V e) DLVE$ In (V)e i

ADCS2 IMach position error hln(R-1) DLRM$ In (R-l)

ADCS2 Altitude rate error d/dt (In DLPSD$ In (PsTAT,' i

(PsTAT)) sec

ADCS2 Impact pressure rate d/dt (ln DLQCD In (qc)/Sec

(qc)) .
ADCS2 Keas rate error d/dt (ln DLVEDS In (V)/sec

° ]
ADCS2 Mach rate error d/dt (In DLRMD$ In (R-l)/sec

(R-i)) ]
ADCS3 Angle o. attack, cro ALP deg

uncorrected I

ADCS3 Angle of attack a ALPHAS deg

ADCS3 Angle of sideslip _ BETAS deg I
J

ADCS4 Pressurc log log LOGPS log (PSTAT)

* (PSTAT)

3,.10
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TABI.E 3-5. CALCULATED VARIABLES (Continued)

-- q

Module Variable Name . .... Computer I Units
AIR. DATA COMPUTER

ADCS4 Pressure log ......... log (qc) [ LOGQC log (qc)

fITCH AUTOPILOT
•..... J,= . . ,L

PADSI Notch output QBD7 QBD7$ deg/sec

PADS2 Altttude variable AVI ALTVI deg

PADS2 Altitude variable AV2 ALTV2 deg

PA DS2 Altitude va riable PAPS PAPS deg

PADS 2 Altitude variable A V3 ALTV3 deg/sec

PADS2 KEAS variable KVI PAPKI deg/sec

PADS2 KEAS variable KV2 KESV2 deg/sec

PADS2 KEAS variable KV3 KESV3 deg/sec

PADS2 KEAS variable KV4 KESV4 deg/sec

PADS2 Math variable MV1 MACVI deg/sec

i PADS2 Mach variable MV2 MACVZ deg/sec

' PADS2 Mach variable MV3 MACV3 deg/sec

{ PAI)S2 Su,nmation HDS HDSUM deg/sec

! PA I)$2 Integrator input PAP2 deg

PAl)S2 Integrator output HIN T INTOT deg

PADS2 Integrator output PAP3 PAP3 deg

PADS2 Sunamation PSM P ,PSM deg -'

PADSZ Limited output PAP4 PAP4$ deg

PADS3 Log input THL I THLI deg

PADS3 Log output THL THL deg

PADS3 Attitude variable TV4 THV4 deg

PADS3 Attitude variable THC I THCMI deg

PADS3 Attitude variable PAP6 PAP6 deg
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TABLE 3-5. CALCULATED VAI_IABLES (Continued)

Module ] Variable ] Name ] Computer Units, , |

PITCH AUTOPILOT

PADS3 Attitude variable PAP7 PAP7 deg

PADS3 Fader PAP8 PA_ 8 deg

PADS3 Lag output PAP9 PAP9 deg

PADS3 Hysteresis output PAP10 PAP105 deg

PADS3 Lag output PAP 12 PAP 12 deg

PADS3 DEAPI input Dpi N deg

PADS3 Autopilot input to SAS DEAP1 DEAPI$ deg

PADS4 Mach trim error 5 MT MTERR$ deg

PADS4 Lag output MTV 1 MTV 1 deg

PADS4 Hysteresis output MTV 2 MTV2 deg

PADS4 Trim actuator input PTRM _ PTRMO$
I

_, J i i ii

ROLL AIITOPILOT

LATAXS Heading error A _ HDERR deg

LATAXS Heading variable LV3 LATS3 deg

LATAXS Attitude error A _ PFIIER$ deg

LATAXS Steering input LV4 LATS4 deg

LATAXS Steering command LSR LATSR$ deg

I.,ATAXS Limiter input LV6 LATS6 deg/sec

LATAXS Limiter output LV7 LATS7 deg/sec

LATAXS Integrator output I, S LTINT deg

LATAXS Attitude output LOU T LATOT$ deg "!

:' LATAXN Notch input RIN RLRIN deg/sec

LATAXN Notch output RNH RLRNCH deg "I
_Q

LATAXN Lag output RLG LTLG2 deg

LATAXN Notch line output LNC H LATNH$ deg
,tin

LATAXN SAS input RSA S RLSAS$ deg

2T
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TABLE 3-5. CALCULATED VARIABLES (Continued)

Module Variable Name Computer Units

AUTOTHROTTLE CONTROL SYS'TEM

ATGS Mach input _ M DMACH$

ATCS KEAS input L%K DKEAS$ knots

ATCS Contro| input ATI N ATIN P deg

ATCS Lag output ATL G ATLAG I deg

ATCS Filter output ATE L ATFIL deg

ATCS High pass output ATH P ATHIPS deg

ATCS INS input ATINS ATINS deg

ATGS Summation ATS I ATS M I deg

ATCS Washout output ATW O ATWSOT deg

ATCS Summation ATS Z ATSMZ deg

ATCS Integrator output AT: ATSINT deg

ATCS Control input CONIN CONIN deg

ATCS Right actuator input RAT RTACT$ deg

ATCS Right hysteresis output KIT O - -

ATCS Right feedback KFB RTFDBK deg

ATCS Left actuator input LAT LFACT$ deg

ATCS Left hysteresis output LHO - -

ATCS Left feedback LFB LFFDBK deg

ATCS Right trim TMI N ° deg

ATCS Tracking monite r TIVIO N TRK MON deg
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culations of Mach and dynamic pressure because they are totally separate and

distinct and because each ._et of calculations has its own sampling rate require-

ment, This type of segmentation was appropriate to the developmental nature

of the project; i.e., tile software was so structured as to provide a convenient

method of alterir.g execution rates of any of the program segments, thereby

affording sufficient facility to experiment with the timing of each module.

Segmentation also had the effect of making the program easier to modify and

control. The specific segmentation and rates were determined by the engineer-

ing staff associated with the CAPCS program.

The subroutines are modeled as closely as possible to the

description, flow charts and equations that govern the existing analog system,

with the exception of the inlet computer where more extensive modification_

were required to achieve the required operational characteristics. Modifica-

tions resulting rom the experiences of the preflight checkout and flight test

results were rade, but these usually amounted to a clarification rather than

a restructuring. No attempt was made to reformulate the problem (with the

exceptions discussed in the inlet control system description in Appendix A),

although it may have made for better code. For example, the mixture of log-

arithms to the base 10 and natural logarithms of pressures, which were given

in various units, were not systematized. This was done to avoid confusing

the existing documentation and to avoid the confusion that may have arisen in

checkout_ since the system had to be verified against an existing simulation.

The auxiliary subroutines called are of three types: interface

manipulation, Tustin callsp and subroutines to calculate specific mathematical

tunctions. The interface routines format the data coming through the interface,

The Tustin routines are discussed in Appendix C. Standard mathematical

I functions, square root, natural logarithms_ table lookup, etc., were developed "!
I

_ and tailored to the specific requirements of the system.

.]3. 1.2 Executive Functions

i
i TheeAPCSexecutive functionsaredividedintotwoareas: _l

f
. _
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the supervisory and the run time. Using the supervisory functions and the

utilities, the operator can modify and experiment with the system and can also

control the operating modes. The run time functions are used to control the

real time operation of the system. They were developed to provide the user

with a great deal of flexibility. This was necessary because of the develop-

mental nature of the CAPCS project.

The supervisory section is controlled by writing codes to the

control device. There are two classes of codes. One class is used for the

standard utilities, inspect and change, dumps, etc; the other class is used for

special operating functions. Of these, the most important are C, Hand Z. H

is the initial condition command. All of the subsystems and modules are in-

itialized. In any of the routines that _ise Tustin implementations, all of the

Tustin coefficients are calculated for the current system clock rate. C is the

operate command. Execution of the run time list is begun from the current

state. This makes it possible, during preflight checks for example, to run,

go to a hold condition, inspect and possibly change the configurations, and

then continue from the hold point. Z is used to make the transformation into

the flight system before takeoff.

The run time system is a real time priority system driven

by the real time clock. A priority scheme was required to preserve the in-

tegrity of the calculations; however, it had to be flexible because of the dev-

elopmental nature of the task. In many areas, especially the inlet and door

circuits, it was not sufficiently clear during the design phase what the response

rates would be. Therefore it was necessary that the run time system be able
i

to accommodate experimental changes without undergoing any major redesig i.

The calculation subroutines for the various subsystems (air

data computer, pitch autopilot, roll autopitot, autothrottle control system and

computer) are assigned to a running list according to their required rate of

execution. There was allowance for eight list elements and up to eight sub-

routines could be assigned to each list element. Each of the list elements is
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scheduled according to its required execution rate.

The scheduling algorithm for the list elements builds a double-

buffered qucuc based on the required execution rate. The queue is driven by

the real time clock. With the clock set at Z00 Hz, the queue is interrogated

every 5 milliseconds. If an event is scheduled it is started. If nothing is sch-

eduled any necessary background bookkeeping is done.

Double buffering is used so that the next event queue can be

built without affecting the processing of the current queue. The rebuild is done

when the operating system is waiting for the next execution.

If a list is not completed by the time the next list is scheduled

a new list item is built from the environment at the point of interruption. It is

placed into the event queue according to the list event priorities. Only if the

list item is not completed before it is scheduled again is there a time out error.

Since some of the list elements do have auxiliary subroutines

that are shared, the Tustin routine_ for examplep these routines are made

reentrant. This is accomplished by keeping the temporary storage of the rou-

tines in the general registers. These are saved as part of the environment

when a subroutine is interrupted and restored when it is recalled.

3.1.2.1 Differences is Operating Systems. There were two environ-

ments for the CAt=_S systems. At the Lockheed Rye Canyon laboratory, CAPCS

was linked to the hybrid facility YF-IZ real time simulation. At the NASA

Dryden Test Site, Edwards AFB, CAPCS was linked to the aircraft. The system I

software for the two systems was identical except for the supervisory section.

There was no change in the run time system. The software differences were

straightforward. At Rye Canyonp a printer and Uniscope display were avail-

able. At Edwards, only a Terminet was available. The only change required

to transform the system was to change the I/O channel driver assignmentsj

the IOPAK module being required for Rye Canyon and the FIOPAK module for

Edwards. The drivers not required for the Edwards system were not put on

3-16
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the system tape. This was done to minimize the tape length.

One other important difference in the Edwards system was

that the AUTO RESTART cell (0177) was loaded with the address of the start,

the program. Thus when the computer power was turned off and then back on,

the program automatically restarted.

5. I. _ PMASK

A special routine known as PMASK was developed to filter out

unreasonable static and total pressure readings which are prone to occur occa-

:'ionally. Thus the static and total pressure reactiags are processed through

PMASK before use. Readings that are within preestablished limits are passed;

readings that exceed these limits are rejected. PMASK is designed to eliminate

ridiculously lov_ pressure readings or those where the rate of change is excessive,

thereby rendering the data invalid. If the total pressure falls below 0. 3906 in.

t{_ or the static pressure below 0.1563 in. Hg, the last acceptable reading is

used. Similarly, if the total pressure changes more than 0. 78125 in. Hg or the

static pressure more than 0.31Z5 in. Hg in one sample interval (100 milli-

seconds), the last acceptable reading is used.

3.Z HARDWARE DEVELOPMENT

3.2. I Airborne Computer

Even though the Univac 1816 Digital Computer Set _Figure 3- 2)

was "off the shelf," minor modification and special testing were required. For

example, the construction of the aircraft requires that the surfaces of any in-

stalled equipment that comes in contact with the aircraft structure may not be

cadmium-plated. As a result of this requirement all such materials were re- '

placed on the computer. Also, from a special testing standpoint, the computer

was required to operate at 55,000 feet altitude and at MIL-E-5400, Class 2X,

temperature ranges. Since the 1816 computer had been qualified at MIL-E-5400,

Class I only, special testing was performed to ensure that no problems would be

See reference 7.
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encountcred at the more severe environments. As a result of these special

tests, a thermal problem was revealed in the power supply. The power supply

was built into the base cover to the computer. The base cover, therefore, acts

as a heat sink. To dissipate the heat naore quickly, the thickness of the base

cover had to be increased. This modification enabled the computer to meet

the more severe environmental conditions.

After delivery of the computer and during development of the

operational software, a performance problem was encountered. The execution

of either a floating point add or subtract during a byte I/O transmission caused

faulty execution of the instruction. A microcode change rectified this problem.

Besides the design deficiencies mentioned, only two other hardware failures

were experienced in two computers in three years. These involved the stack

and an integrated circuit on the real time clock subassembly.

3.2. Z Interface Unit

The interface unit (Figure 3-3), which was supplied by Mi_m-

eapolis-Honeywell, was developed in two stages. In the first stage a laboratcry

version was supplied for integration and simulation use at Rye Canyo:_. The

laboratory version had the same mechanical form factor as the final version

but did not have the electronics needed to provide manual inlet backup, auto-

pilot interlocks, analog servo loop closures for inlet r_ikes and doors, and

aircraft PCM interface. Use of the laboratory version brought out some design

deficiencies which were corrected in the final airborne version, The three

areas of redesign involved the synchro-to-digital converters, the operation of

the unit with respect to the computer, and the internal grounding philosophy.

The synchro-to-digital converters used in the laboratory

version were hybrid modules which converted the synchro signal into a binary

number representing angular shaft position. These modules were manufactured

in the United Kingdom and were highly unreliable. The design was changed to

,qcott-'£ transformers with. sample and hold circuits. The DC signals of the

* See reference 8.
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t Figure 3-3. CAPCS Interface Unit ]
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sample and holds were integrated into tile available analog-to-digital converters

to produce the sine and cosine of the angle. This process required additional

processing time to ,_roduce the angle value, but the avai.ability of trigonometric

. hardware made the angular processing time insignificant.

The I/O philosophy of the operational software was based on

" independence from interface unit timirag. However, the laboratory version of

the interface unit initiated a conversion cycle with a command from the com-

puter. The operational software initi.ated the conversion cycle 108 times per

second and proceeded with the execution of the software modules. Depending

upon where the interface t:nit was in its conversion sequence when the respective

reference peak occurred (AC conversion was based on peak detection), and

when the operational software fetched, there could be staleness in the data of 75

milliseconds. This affected the frequency response of the system. Based on

this experience, the final version of the interface was redesigned to free run,

and thus all parameters were now converted at a rate of 400 times per second.

Although this helped considerabJ.y, data staleness on the order of 0 to 2.5 milli-

seconds could still result from the asynch_'onism of the computer and interface

unit operations.

The final area that underwent redesign was the internal ground-

i;tg in the interface unit. This was done to reduce system noise. Laboratory

tests earlier had revealed that within the laboratory environment there was

approximately 80 to 350 millivolts of noise on every signal line. Investigation

revealed that the laboratory cable trunking system and laboratory grounding

caused the majority of the noise. An additional noise source was found to

originate within the interface unit itself and was shown to be caused by the inter-

connection of the AC power ground and the IX; power ground. (The DC power

is used for the solenoid driver and also provides backup power for the manual

inlet system. ) Consequently the two grounding systems v. ere isolated to reduce

t he system noise. Unfortunately this resulted in a 300-millivolt potential

difference between the two grounding systems. Because of this potential differ-

l
L ence. the solenoid drivers were redesigned for high noise rejection.
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SECTION4

SYSTEMTESTRESULTS

4. 1 GENERAL TEST REQUIREMENTS

Since the CAPCS is a digital replacement for existing ope:a-

tional analog systems, the available design and performance data for these

systems was used as the basis for evaluating the CAPCS performance. This

evaluation was conducted in four test phases: open-loopteets, closed-loop tests,

preflight tests and flight tests.

Open-loop testing concentrated on algorithm and schedule

evaluations. The mathematical algorithms were statically checked. The input

numbers were typically set up manually through the CRT terminal. That por-

tion of the software under test was then executed and halted upon completion of

the function. The results were either displayed on the CRT terminal or pr,_ _ed

out on a line printer. These results were then compared with known criteria

to evaluate •ccuracy. The accuracy goal for mathematical •lgortthms was five

significant places. For •lgorithms or portions of the software that were fre-

quency dependent, • BAFCO Servo Analyzer was used to verify that the digital

implementation of • transfer function had sufficient gain and phase margins.

Figure 4-I illustrates the test setup for the open*loop frequency evaluation tests.

Gain, position and duct pressure ratio schedules were evaluated

by driving the input to the schedule with • ramp generator and plotting the re-

suiting output of the schedule determination software on analog strip charts.

, Figure 4-2 illustrates the test setup used for schedule evaluation.

After the open-loop test was completed, closed-loop testing

was conducted with • simulated aircraft and simulated autopilot systems. The

simulated aircraft and autopilot systems had gone through extensive cross-

checking with actual flight data. The objective of the closed loop testing was to

(I) duplicate the simulated,'autopilot performance with the CAPCS implementation

4-I
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of the autopilot, and (2) to ensure that the aircraft remained stable despite inlet

unstarts and turbulent conditions.

The CAPCS equipment was interfaced with the Rye Can_'on

simulation equipment through the Rye Canycu trunk system. A patching _ack

was developed to provide the interface between the CAPCS cabling and the Rye

Canyon trunks. All of the inputs and outputs of the CAPCS interface unit and

the Rye Canyon trunk connections were brought out to banana jacks on the patch-

ing rack. This arrangement made it convenient to selectively monitor and re-

cord all signals and provide external stimulus. Figure 4-3 depicts the hard-

ware arrangement at Rye Canyon for the closed loop, simulated aircraft tests.

The Kye Canyon tests resulted in the release of the operational

flight program for the CAPCS. From that point on the operational software was

under configuration contrcl. Subsequent tests centered around the aircraft and

aircraft subsystems.

The main purpose of the preflight *.ests was to verify the elec-

trical and functional characteristics of the CAI:_S while operating in cenjunction

with actual aircra,t subsystems. The hardware configuration for this preflight

checkout is shown in Figure 4-4. The CAI:_S preflight checkout procedures

were fashioned around the existing preflight procedures which are currently

being used for the analog system. These procedures are contained in Appendix

I.

Successful completion of the preflight tests marked the start

of the flight test phase of the program. The main objective of the flight tests

was to demonstrate that the CAI:_S was capable of performing as well as the

analog subsystems it had replaced. This demonstration thus encompassed the

entire flight envelope of the YF-12 aircraft. To aid in evaluating the results of

this test phase w additional data retrieval capabilities were added to the aircraft

and the operational flight software.

Flight data from the CAInCS consists of two sets of parametric
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data, both of which are retrieved from the normally installed aircraft instru-

nlentation. One set of data is available for analysis in real tinle and the other

is recorded aboard the aircraft on one track of an analog data recorder for

postflight analysis, l he data intended for postflight analysis consist of a serial

pulse code modulation (PCM) stream of data from the CAPCS interface unit

which is c¢,_aprised of internal system parameters. Selection of the parameters

to be recorded was based on their comparative value in troubleshooting any

problems that might arise during flight. (See Appendix E, pages E-9 and E-10,

for the postflight parameter data list.

The real time data are also recorded aboard the aircraft but

are sinaultaneously tele,a_etered to a ground station, where the data are recorded

ona strip chart and naade available for imnaediate use as needed. To accom-

naodate the real time data requirements of the CAPCS, 16 analog channels were

added to the existing instrumentation and the information contained therein is

under program control by the CAPCS computer. The computer selects one of

10 sets of 16 para,neters in response to a switching action by the RSO in the

aft cockpit. Each set of parameter data contains specific information which

ground personnel used to evaluate the performance of the subsystem under test

in real time. The sets of real time parameter data are listed in Appendix E,

pages E-13 thru E-22• Figure 4-5 illustrates the instrumentation configuration

for real time data retrieval.
i

.t

4.2 OPEN LOOP TESTS

4• 2. I Frequency Response Tests

Open loop frequency response tests of selected tran_sfer func- J

tions were used as a tool to determine how well the digital mechanization of a
-D

transfer function compared with its analog counterpart• Figures 4-6 through 1

4-11 are representative of the results of one of these tests. The transfer func-
1

• 0 + 0.0ZS ) from the inlet Jtion used in this example is the lag-lead network { I. 0 + 0.24S

' forward door loop. .i
.l
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Figures 4-6 and 4-7 represent the theoretical gain and phase

responses of this transfer fu,_ction. Figures 4-8 and 4-9 show the gain and phase

responses of two digital mechanizations of the transfer function, one at 100

samples per second ,r_d the oth.or at 500 samples per second. These data pro-

vided the first indication that the same transfer functions that had been t',:ech-

anized in the old analog inlet computer could not be used. As is evident, the

gain of the transfer function was duplicated with minimal error at 100 samples

per second; whereas the phase response at 100 samples per second was not

represetttative at all.

Figures 4-10 and 4-11 are the gain and phase responses of the

network that had been implemented in the inltt forward door 1ooo when the system

was tested in flight. It is evident that there is a rr.ajor difference in the phase

response of this network (_'igure 4-11) and the theoretical response (Figure

4-7}. This network had been selected empirically (using the hybrid simulator

at Rye Canyon to simulate the forward door actuator) because it provided no

bypass door overshoot for step commands.

4.2. Z Gain Schedule Tests

The gain schedule tests were performed to evaluate the per-

formance of the inlet scheduler module which calculates spike position and DPR

as a function of angle of attack, angle of sideslip, Mach and normal accelera-

tion. The inlet scheduler module also handles the manual inlet controls, inlet

unstarts, and spike and DPR calibration offsets. This effort was described in

- greater detail in connection with the inlet control system discussion in Appendix

A, Paragraph V. The results of the tests are presented in Appendix A, Figures

AoI5 thru A-Z0, which contain plots of spike position versus Mach as a function

of angle of attack; spike position versu_ sideslip angle as a function of Mach;
i

and DPR versus angle of attack and sideslip angle, both as functions of Mach. I

14.3 CLOSED LOOP TESTS

4.3. l Aircraft Simulation for Closed Loop Tests
' |' * 7

Prior to flight testing, simulations of the YF-12C aircraft

4°14
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aerodynamics and propulsion system constituted the primary tool for testing and

evaluating the CAI_S hardware and software. All sensor and actuator dynamics

were included in these simulations because there was no iron bird simulator

available to reproduce these functions with aircraft hardware.

The aircraft simu/ation used in support of the CAPCS program

_s derived from an earlier simulation described in Reference 7. The original

simulation was a small perturbation model of the YF-IZ aircraft about a Mach

3 cruise flight condition. Itwas used to support work on an improved altitude

hold and speed hold autop_lot for that aircraft. Over a period of time the model

was expanded to include the effects of freestream temperature variations on the

propulsiou system, the effects of Mach number and angle of attack on the air-

craft aeroc_ynamics, and a revised engine thrust calculation that better n_atched

flight test data.

When the CA_S program was conceived and it was dtcided

that the YF-12C aircraft would be used for the program, the simulation was

revised again. Rather th: _ use the linearized aerodynamics from the old

simulation, the full force a.ld moment equations from Reference 3 were pro-

gramrned on an _AI 8400 Digital Computer so that a wider range of flight con-

ditions could be wccurateIy modeled. The inlet portion of the propulsion system

model was also changed to a ncnlinear 8imulatlon which more accurately re-

presented the aircraft inlet (References 4. 5 and 6). The inlet duct, spike

actuators, and forv, ard bypass door actuators were modeled on an analog com-

puter so that the dynamics of these systems would be properly simuLtted. The

resulting YF-12C simulation was found to be at curate over the following range

of flight conditions:

lVa_h Number: _. 5 to 3.0+

Altitude: 50. 000 ft. and above

KEAS: 250 to 450

4-15
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Several aircraft systems, the air data computer, the auto-

pilot, the inlet control system, and the autothrottle system, were also pro-

grassed in the simulation. These systems could be switched m or out so that

CAPCS _ontrol results could be comp_tred directly with the outputs generated

by these it_dependently simulated systems. A simplified block diagram of the

sit_ulat:onwith CAPCS control is shown in Figure 4-12. The computers used

to simulate the various systems are also indicated as welt as some of the input/

output parameters.

When the CAPCS was being operated in conjunction with the

aircraft simulation, there was a continual exchange of parametric information.

The parar_:eters that were invclvedare listed in Table 4-1. A Brush analog

recorder was used to monitor all parameters of interest in real time on strip

charts.

4.3.2 Closed Loop Test Results

The primary method of verifying the CA_CS dynamic response

was to operate it closed loop in conjunction with the aircraft simulation. Two of

the benefits of this method were that input variables could be considered indepen-

dently and each CAPCS subsystem could be operated separately. It was also

possible to test the total CAI_S so that proper program sequencing was assured. ..

Greatest stress and emphasis were given to the pitch autopilot and the inlet _.

control system in the closed loop tests. This wa_ because the pitch autopilo ..

involved a large number of submodes and the inlet control system had high .o ;

frequency response requirements. *" 1

Since the goal of phase I of this program was to reproduce as
.t

precisely as possible the analog systems that were repla_ed by the CAI_S,

direct comparisons to simulated analog systems were used as a standard of 1
.it

performance. These com,-,_rlsons were achieved by programming the CAPCS

functions on large-scale fixed base computers where sample rates and cycle ]

• times allowed good analog reproduction. The aircraft simulation was operated

4.16 "_
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TABLE 4-I. PARAMETRIC OUTPUTS TO AND FROM

CAPCS AND AIRCRAFT SIMULATION

Simulation Outputs to CAPCS CAlC_S Outputs to Simulation

Roll Rate Left Elevon Servo Amplifier

Pitch Rate Right Elevon Servo Amplifier

Yaw Rate Vel tical Fin Servo Amplifier

Lateral Acceleration Pitch Trim Actuator Command

Norm_ Acceleratien Fulcrum Motor Drive Command

Pitch Attitude Forward Bypass Door Valve Command

Roll Attitude Spike Valve Command

Heading

Elevon Trim Motor

Nose Boom Total Pressure

Nose Boom Static Pressure

Angle of Attack Differential Pressure

Angle of Sideslip Differential Pressure

Duct Pressure Ratio

Pressure Ratio Transducer Fulcrum

Po sition

E Core Output

Spike Spool Voltage

Spike Pos._tion

Forward Bypass Door Position

T

T
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with both the CAPCS and the simulated analog systems in the loop. Specific

tests involving simulated aircraft perfcrmance parameters were then run and

the performance of the CAPCS and the analog systems wcre then compared.

For those tests in which the CAPCS was found to have poor performs:ice) ad=

justments were made in logic, sample rates and gains until a good comparison

was achieved. The tests _, ere run at a number of flight conditions from Mach

2.5 to Mach 3.0+. Tables 4-2, 4=3 and 4=4 list typical examples of the tests

that were used for the eva.uations.

4.3. Z. 1 Forward Bypass Door Response. Figure 4=13 shows sim lla-

tion outputs which correspond to test runs 1 and 2 of Table 4-2. These tests

were designed to check the response of the forward bypass door control system

to changes in engine airflow. The magnitudes of the test inputs (_ W ) wereec

obtained from Reference 6. The input is a 6.9 lbs/sec per second decrease in

airflow, followed by a Z0.6 lbs/sec per second increase in airflow, then a 3.75

lbs/sec step increase followed by a 1.25 lbs/sec step decrease in airflow. The

forward bypass control system was designed so that it could follow the airflow

ramps and could respond to the 1.25 lbs/sec step without unstarting. For com-

parison purposesp the analog traces are shown displaced I second from the

CAPCS traces. The inlet airflow parameter (AW.) is calculated for the corn=
Ic

pressor face station and responds to both _W and forward bypass door posi=
ec

tion as would be expected. The duct pressure ratio (/_DPR) indicates some

differences between the CAPCS and the analog system. The DPR is significantly

larger at 9 seconds for the CAPCS_ indicating that the forward bypass doors

were not responding as quickly under digital control. Larger DPRWs are also

! indicated for the step inputs. The forward bypass door responses indicate that

generally the CAPCS has different characteristics than the analog system. The

bypass doors do not follow the ramp inputs as well under digital control and have

more overshoot in response to step increases in airflow. The net thrust trace

indicates that the engine responds correctly to changes in airflow. The thrust

response was an important factor when total system simulations were accom-

plished.

4=19

' fl
,j

19810045:3:3-086



--,----CAPCS
-25! .... ANALOG

Aw_ o._Z,/ \\ ....-LBISEC ':'_"_

25_

-25,-.

/.," \',,
AWlc o
-LBISEC

0.5_

ADPR 0

-O.p_

A FORWARD Z'I_L

BYPASSDOOR _ -- LAB ...... ;

-INCHES
- b

-Z.5

ANET THRUST 5[ .!

_103LBF 0___ .._,;. -- --_ ..... "[Qb

:'_ -5_ I I ,, I ,, i , J
0 4 8 12 16 20 "T

TIME- SECONDS J

iM-3,KEAS-400,o,=5':', _=0(', Nz-191 ]

Figure 4-13. Digital to Analog Control System Compar; son qm

for Left Inlet Forward Bypass Doors ._

,_ 4-ZO

'i .t

1981004533-087



TABLE 4-2. COMPARISON OF CAPCS INLET CONTROL SYSTEM
AND SIMULATED ANALOG INLET CONTROL SYSTEM
PERFORMANCE IN CL__SED LOOP TESTS WITH THE

SIMULATED AIRCRAFT AT MACH 3p 400 KEAS

T est Angle
Run Subsystem of Sideslip Normal Test

No. Type Attack Angle Accel Inputs

I CAPCS 5 ° 0* Ig Engine

2 A'nalog 5 ° 0 ° 1g air_ow

, 3 CAPCS 5 ° 0* 1g ramps

4 Analog 5* 0 ° Ig and

5 CAPCS 5* -4 ° Ig small

6 Analog 5* -4" 1g steps

7 CAPCS 5* +4* lg

8 Analog 5* +4* lg

9 CAPCS 9* 0 _ Ig
• i

I0 Analog 9* 0* Ig

I I CAPCS I * 0* lg

I Z Analog I * 0* I g

13 CAPCS 5* 0* 0.5g

14 Analog 5* 0* 0.5g

1 5 CAPCS 5* 0* 1.5g

16 Analog 5* 0* 1.5g

17 CAPCS 9* +4* lg
i i i

18 Analog 9* +4* Ig

19 CAPCS 9* -4" Ig
ii

' Z0 Analog 9* -4" Ig
i

2 1 CAPCS 5* 0* lg Large
step

i •
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Figure 4-14 depicts the response of the forward bypass door

control system to large step changes in engine airflow (+_10 lbs/see). This test was

n_ade to observe the time domain response characteristics of the bypass doors.

The bypass door trace shows that there is no overshoot when the bypass doors

are closing. This characteristic is desirable becausea door closing overshoot

could cause an inlet unstart. The door opening response indicates two things.

First, the gaindoubling circuit, which switches in for large ADPR inputs, was

working as indicated by the increased bypass door rate in the opening direction.

Second, the doors do overshoot in the opening direction but stabilize rapidly

at the proper position. Thus, based on this series of tests, the inlet control

system was considered ready for flight test. It should be noted tnat no restart

cycle tests were performed on the aircraft simulation because a model of an

unstarted inlet was not available. The restart cycle is an open loop control

system and its mechanization was considered to be rather straightforward.

During flight test, however, it was found that the restart cycle did not operate

as well as it did in the analog system, and due to time limitations its operation

was not further refined.

4. 3.2.3 PitchAutopilot Response. Figure 4-15 is a time history of a

pitch autopilot test case which corresponds to test runs 7 and 8 of Table 4-3. i

During the test the aircraft was allowed to establish a constant rate of climb,

then switched to the Altitude Hold mode when passing through 72,500 feet altitude. I
I

Only one set of traces is shown because for this particular case the analog

system and the digital system corresponded exactly. Upon sensing the altitude .i
deviation, the autopilot elevon command signal steps to its saturation level of

2.3 degrees. It stays at this level until the altitude begins to diminish. The "i
.!

actual elevon position is influenced by the pitch SAS, which accounts for the

i rapid elevon return at time equal to 2 seconds. Then, since the autopilot is 1
.i

still commanding down elevator, an intermediate elevon position is held until
r

the aircraft nears 72,500 feet. As can be seen in the altitude trace, the round-

out to the correct altitude is a well-damped maneuver. The other traces show

i

" .lj
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TABLE 4-3. COMPARISON OF CAPCS PITCH AUTOPILOT AND ..
SIMULATED ANALOG PITCH AUTOPILOT PERFORMANCES

IN CLOSED LOOP TESTF WITH AIRCRAFT ST_MULATION

AT MACH 3, 400 KEAS -.
!

Test

Run Subsysten_ Autopilot Te st

No. Type Mode Input

1 CAPCS Attitude hold 1.5 ° negative

pitch angle ramp

2 Analog followed by a 1 °

positive pitch

angle ramp

3 CAPCS Mach hold 0.5 Ma¢-h number

4 Analog loss

5 CAPCS KEAS hold 0.5 Math number

6 Analog loss

7 CAt)CS Altitude hold Initial climb of

8 Analog 20 pt/SBC
i

°

T
1

*t

.i

]
]
]
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the changes in the _.ircraft state as the autopilot is seeking the selected altitude.

4. 3.3.3 Overall System Response. Figure 4-16 shows time histories

of several parameters during a sideslip maneuver. For this test the CAPCS

air data, autopilot, and inlet control system were operating. Again, only single

traces are shown because the analog-to-digital comparisons are exact. The

test input was a rudder pulse which occurred at time equal to 10 seconds. The

yaw SAS was off until 20.2 seconds when it was turned on to damp out _he lateral

oscillations. The sideslip trace indicates that the aircraft is unstable with the

yaw SAS off and some roll coupling is also evident in the bank angle trace. The

inlet control system biases the DPR and spike position commands to more con-

_ervative values dur':ng sideslip. The bias is not symmetrical; the left inlet

gets more bias for right sideslip than it does for left sideslip, as can be seen :-

in the spike and DPR command traces as well as the forward bypass door and

spike position traces. Complete systems tests such as this one and others

listed in Table 4-4 were used to verify that the CAPCS executive routine operated

properly and that the CAPCS was capable of controlling the aircraft over a wide

range of conditions.

4.3.3.4 Computer Timing. In order to ensure the integrity of the

CAPCS implementation, the execution of the computer subroutines must occur

within fixed time bounds. The subroutine processing times were therefore

measured during the closed loop tests to determine that they met this require-

ment and also to determine the amount of processing time remaining for future i

expansion. I, Table 4-5 contains nominal execution times for the CAPCS

routines on the FLIGHT execution list. These times are considered representa-

i tive; however, several of the routines have paths that are longer in specific

situations so the times are not definitive.
{

The overhead was gauged by putting in a variable lent' list i
[" routine. The length was ", :reased until the program timed out. Since there
i

4-27

ii

1981004533-094



_Sv ol rl-OEG / - "
-2.5

2.5

._ o
-DEG

-2.5

0.125

LATERAL
ACCELERATION 0
"9

-0.125

A_A z.s[
"2,. L

"DEG I2.5- _e q !

I., I I L I _ I "1
0 8 ].6 24 32 40 .i

TIME- SECONDS

IM-3, KEAS-a00) ]
Figure 4-16. CAPCS Controlled Simulation Response

to a Rudder Pulse (Sheet 1 of 2) "_.I
4-Z8

]

1981004533-095



ADPR COt,l_vt_NO 0
LEFTINLET

-0.5

A FORWA"r' _ _._ .
BYPASS DOOR

"INCHES -2.

ADPR 0
LEFTI,_L_ / ---_'w""_'F

L-0.5

AWIC "12"5_l._.___,J__

-L_;SEC g
L_FTI'" _

:2.._

_:_FT SPIKE 0"029r¢C,',',_,IA_D 0 - - - -- -- -- - - -

o',_A L-0.:_,

A_FT SPIKE °_r
_¢._iTl,_;_ ,_| • _ - _ ,

L-l",CHES
-6oL_

!El _,I'._ THRUST

-tB._ .... ._ ....

: LEt _""" c- .,_UI 6b .

I.,. I I I I I

Ttf,IE- SECONOS

i Figure 4-10. CAI:)CS Con:roiled Simulation Responseto a Rudder Pulse (Sheet 2 c" _.1

4-Z9

il

1981004533-096



TABLE 4-4. OVERAIJL SYSTEM PERFORMANCE COMPARISON
OF CAPCS AND SIMULATED ANALOG COUNTERPART

SYSTEMS IN CLOSED LOOP TI_-;STS WITH THE
AIRCRAFT SIMULATION .

i

Tl'st

Run Subsystem ..
No. Type Test

m

! CAPCS KEAS climb from Mach Z.5 to .

Mach 3.0+ along KEAS bleed
2 Analog schedule

i , ii i m m

3 CAPCS Drag pulse in AFCS Mach hold "

4 A_al_ at Mach 3 and 400 KEAS f
5 C'APCS Rudder pulse with yaw SAS off ,• i ii i

6 nalog at Mach 3 and 400 KEAS

_ 4.-30
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TABLE 4-5. CAPCS COMPUTER
SUBROUTINE EXECUTION TIMES

Rate Subro urine Time

Li st (exe cut ion s / se c) De s ig nation (Milli s e c )

I 100 HOTBX$ 74.0
im m

Z 50 FDRLP$ 50.0
LATAXN 3Z. 5
PAPS I 2 5.0

3 Z0 LATAXS Z0.0
ATCS 36.0

PAPS3 Z6.0
PAPS4 8.6
DAC OUT

4 I0 ADCSI Z6.0

ADCSZ 26.0
ADCS3 9.0

CPqCHK_
m

5 5 INLTS$ 17.0
ADCS4 I1.0
PAPSZ Z. 4

6 1 SWITCH 0.5
WRTVAL*

7 0. I BYTE 0.Z

Totals:

Lists: 364. Z Milliseconds
Overhead: 60. 1

':% allowance (see text): 50. 0
474. 3 Milliseconds

• not executed during flight

• * too small to measure

I
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were inconsistencies in the n_easurement that were not completely resolved,

the execution times listed in Tahle 4-6 were illaxinlizt, d for the sake of con-

servatism. In addition, 5 percent was added to accom_t for the PCM and COCK-

t_l'r tln_ings and to account for sotl_e of the variations in execution tinles. Taken

together, a nominal estimate of the CAPCS processing time is approximatelv

-t7 percent or 470 n_illiseconds out of every second. Thus approximately 53

percont of the processing time is available for future expansion.

4.4 PREFI_IGHT TESTS

The preflight tests consisted of an initial installation checkout

to verify the integrity of the CAPCS installation in the YF-12C aircraft and a

preflight checkout procedure to ensure that the CAPCS and all associated sys-

tems were operating correctly and compatibly.

4.4. I CAPCS Installation Checkout

Checkout of the CAPCS installation was accomplished in three

phases: power tests, electrical compatibility testsp and performance tests.

Power tests were performed even though the aircraft wiring had been tested for

continuity. These tests consisted of checking the availability of primary power

at designated connector pins prior to installing the CAPCS on the aircraft. !

After installation of the CAPCS components, each input and output to the CAPCS

was tested for electrical compatibility. _ !
l

An interface unit test program was developed to facilitate the ] !

electrical compatibility tests. This prt;gram provided the capability of setting .I t: any output frot:_ the CAPCS to any value within the specified range of that output. .!
| [

i It also allowed the operator to select any value for the CAPCS input parameters. ., ni

The command, to the program and the results of the selected operation were 7
inserted and printed out on the ground support equipment Termlnet. Appendix ,_

H contains a geaeral description of the interface unit test program and also

contains the a_tu,tl operational procedures. _|
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TABLE 4-6. FLIGHT TEST LOG

Flight Flight
Date Nup_ber Tests Performed Major Anomalies

i i

5-26-78 37-79 I. Mach 0.8, 350 KEASp I. Random totaland static
checkout of digitalair pressure discontinuities
data and autopilotfunc- were noted throughout

tions the flight

2. Standard Mach 0.8 FCF

procedure

3. Mach 1.8, 400 KEAS,
checkout of CAPCS, ex-

cept the autothrottle

system, and a manual
; inletcontrol test

a ill

6-16-78 37-80 1. Mach 2.1, 400 KEAS, 1. Random total and static
standard CAPCS tests pressure discontinuities :

ex_.ept autothrottle were noted

2. Mach 2.5, 400 KEAS, 2. The aircra "t ride quail-
stands rd CAPCS tests tie s were .ubstantially
except autothrottle degraded when in the

Altitude Hold mode at

3. Mach 2.8, 400 KEAS, Mach 2.8
standard CAPCS tests

l except autothrottle 3. Inlet unstarts at Mach
, 2.44 and Mach 2.76.
I
i Automatic restarts were

accomplished

: 4. Data tape recorder failed
prior to takeoff

I

_ 7-17-78 37-81 1 None 1. At Mach 2.4 the left

forward bypass door
_- i experienced sever oscil-

i { at 3 Hz with a peak=to-
,' peak amplitude of 10%

!
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TABLE 4-6. FLIGHT TEST LOG (Continued)

Flight Flight [t
Date N umbei Tests Performed Major Anomalie s I

8- 3-78 37-82 1. None 1. Inlet unstarts occxrred !
Mach 2.2 and automatic
restarts cou!d not be

ac corn plished !

8-18-78 37-83 1. Mach 2.75, 400 KEAS, 1. Inlet unstarts occurred
standard CAPCS tests at Mach 2.85 and auto-

including autothrottle matic restarts could not
be accomplished :.

2. Aircraft exhibited poor
ride qualities in the
altitude hold mode

3. The KEAS hold auto-

throttle system command-
ed excessive throttle

activity

8-31-78 37-84 1. Mach 2.8, 400 KEAS, 1. Inlet unstart at Mach
standard CAPCS tests 2.8 which required a

biased inlet schedule to

2. Mach 3.0, 400 KEAS, obtain an automatic re-
standard CAI:KZS tests start

and FCF procedure
Z. Gain in Altitude Hold

3. Mach 3.0, 380 KEAS, mode reduced 40% to
standard CAPCS tests obtain acceptable ride

qualities [4. Mach 3.0+, 380 KEAS,

: standard CAPCS tests 3. Excessive throttle act-
ivity in autothrottle modes "1

.}

_, 4. A left forward bypass idoor limit cycle of

," approximately 4 Hz and

i 5% amplitude was en- ] '
countered at Mach 3.0+
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TABLE 4-6. FLIGHT TEST LOG (Continued)

{" -

[L Flight Flight

Date Nu..')er Test:. Performed Major AnomaliesI

9- 7-78 37-85 1. Mach 3.0, 400 KEAS, 1. Autothrottle system

I autopilo,* and auto- operation was intermit-
throttle gain adjust- tent
ments

Z, Data tape recorder failed

Z. h4ach 3.0+, 380 KEAS, during the flight
autopilot and as to-
throttle gain adjust-
ments

3. Mach 2.5, 430 KEAS,

autopilot and auto-

throttle gain adjust-
me nt s

4. Mach Z. 8, 410 KEAS,

autopilot and auto-
throttle gain adjust-
ments

5. Mach 3.0, 380 KEAS,

autopilot and auto-
throttle gain adjust-
ments

9-13-78 37-86 I. None I. Right forward bypass
door oscillatedfrom

40-90% open in both
automatic and manual

control settingsat Mach
1.4

L
2. Pitch SAS B channel

_. failed at Mach 2
...... i

" 9-25-78 37-87 1. Exploration of inlet 1. Small amplitude forward
unstart boundaries bypass door limit cycles

between 2.8 and 3.0 occurred throughout the
Mach number flight

,, . _ , , • . = - ,,,,. m
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TABLE 4-6. FLIGHT TEST LOG (Continued}

Flight Flight
Date Numb,,r Tests Performed Major Anomalies

,,,, ,,.

9-25-78 37-87 Z. Mach 3.0+, ._50EEAS,
standard CAI:*CS tests

9-28-78 37-88 1. None 1. Right-hand forward by-
pass door actuator failed
following an unstart at
Mach 2.8

Z. Data system malfunc

tioned, causing loss of
data

3. Fire warning light went
on just prior to landing

19-27-78 952--381 1. CAPCS evaluation 1. Forward bypass door
at Mach 3.0+ by Lt. automatic control sched-

Col. Sullivan, USAF tried incorrectly, causing
unstarts at Mach 2.75

,, ,L J i

12-14-78 952-382 i. CAPCS evaluation 1. Navigation system failed [

at Mach 3.0+ by Lt.
Col. Sullivan, USAF

pl i • l lll i i i

12-22-78 952-383 1. CAI_S evaluation 1. None

at Mach 3.0+ by Lt.
Col. Jewett, USAF
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4.4. Z Preflight Checkout

The preflightcheckout consisted of operational performance

tests which servctl') test the interrelationshipsof the CAPCS and the associated

_' aircraft systems. The basis for these performance tests were the existing

i preflight procedures and the 90-day checkout procedures that are currently being
used to check the performance of the analog counterparts of the CAPCS. These

procedures were modified slightly to meet the specific requirements of the

CAPCS installation and the CAPCS unique scaling requirements. The resulting

prefl!ght procedures that were used for the CAPCS program are presented in

Appenaix I.

As a result of the installation checkout process, modifications

to the inter race unit were required. These equipment modifications were docu-

mented in the form of IZ9/YF Modification Orders l thru 34, but due to early

termination of the CAPCS program they are not reflected in the "Procurement

Specification, Inttrface Unit, CAPCS,'t Lab Test Report No. 199-239, Revision

B. However, the Modification Orders have been provided to NASA.

4.5 FLIGHT TESTS

4.5. I Test Concepts and Philosophy

The general objective of the CAPCS phase I flight teste was to

demonstrate the operational feasibility of the digital system. This objective

was accomplished. It was also hoped that the software could be brought up to

production software standards in terms of storage and cycle time. This ob-

_ jective was not accomplished, however, due to the time limitations imposed by
the foreshortened program.

I Stated simply, the primary goal for the CAI_S flight test

vrogram was that the pilot should not be able to detect any difference in operation

I between the previous analog systems operation and the CAPCS over the full

flight envelope of the aircraft. Understandably. this goal was quite subjectlv, J

I
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However° performance comparisons based on quantitatively measured data had

been made previously between tee analog systems and the CAIUS using the

simulator. Test inputs were closely controlled for these tests and no human

reactions or observations were involved. A secondary goat of the flight test

program was to assess the CAPCS reliability.

4. Z Flight Test Plan

The first flil_ht of the YF-IZC aircraft with the CAPCS opera-

tional was on Z6 May 1978. The last flight was to be accomplished before 30

September 1978p the program termination date. Due to the brevity of this

test period, the flight tests were conducted in three progressive steps oriented

around the established functional check flight (FCF) procedure for the aircraft

a s follows.

Step I: Since the FCF procedure calls for an initial complete

check of all aircraft systems at Mach 0. 8 (except for the inlet system which

does not begin operating until Mach I. 4. ), it was planned that the air data com-

putations and the autopilot portion of CAI_S would be checked at subsonic

speeds during the first check flight. Upon completion of this test the aircraft

was to be flown at a speed of Mach I. 8, during which the operation of the digital

inlet control system and the manual inlet control system would be verified.

Step 2: Since the established FCF procedure calls for all air-

craft systems to be checked at Mach 3.0 before proceeding to a higher Mach

number, the second CAI_S test night was planned accordingly and all opera-

tional modes of the CAI_S were to be exercised except for those involving the

autothrottle. (The autothrottle control system was not scheduled to be tested

_. i until later in the flight program because it had not been fulAy checked out on the

{ Rye Canyon simulator on the date scheduled for the second flight. )
!

I Step 3: For the third flight it was pllnned to fly to Mach 3.0+

and back on a standard acceleration and deceleration schedule. All subsequent

flights were planned to explore the flight envelope and put service time on the
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system.

The following system test procedures were to be used:

_,. The air data computations were to be checked by employing

small altitude and Mach number variations.

b. All autopilot modes were to be selected for one minute each.

c. Each of the autothrottle modes was to be exercised for two

minute_ while flying straight and level and for two minutes during a turn. (The

turn d;Lta was necessary because throttle changes are required to hold spee

when the bank angle changes at constant altitude. )

d. The inlet system operation was to be dynamically checked

using + _ degree angle of attack and angle of sideslip variations.

4. 5.3 Flight Test Results

k_ total of 13 test flights were flown during the course of the

CAPCS program. Table 4-5 is a night test log which lists the specific tests

that were performed and an 7 m_jor anomalies that were noted during each Night.

Flight test data were recorded ',n two ways: (1) real time data were transmitted

from the aircraft via a telemetry link to a ground station, and (2) all of the

available parameters were recorded on an onboard tape recorder, The real

time data were used for flight safety purposes and also to facilitate selection of

specific port,'ons of the onboard tape recorded data that would be the most useful

for postflight analysis and evaluation of CAPCS performance.

A block diagram of the YF-12C data recording system is shown

in Figure 4-I?. Most of the instrumentation sensor outputs are encoded by the
+'

aircraft PCM system. In addition, 16 clmnnels of CAI_S computer data, se-

lected by the Night crew, are also encoded by the PCM system. The resultant

PCM system o_tputs are then recorded onboard and also telemetered to a ground

station to permit real time monitoring during the flight. The primary drawback

of the telemetry system was that the aircraft was out of range for approximately

20 minutes of each flight.
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4. 5.'_. I Flight 37-79. During the first flight the CAPCS worked w,.II.

All tests planned for the flight were performed. The only problenls m_ted w,.r,.

several rand_m_ transients in the measurer_lent.q of nose boom total and statit

pressure. Figure a-iS depi¢'ts one such transient in the static pressure r_,,_is_ir,,-

n_ent and illustrates its effe_-t on other variables that were computed ¢_r ¢ on-

l t'olle(t l)y the CAI>CS. In this case the static' pressure increased whil,, thq

i_la] pressure slayed _'onstant_ yielding an apparent decrease in Math nlnr,J_er

and allilude. The altitude rate conlputation, which is a derivative algorilhrv0,

is noliLeably perturbed. The inlet spikes move forward as expected b_.cause ¢_f

the lo_.r _',_0_,lmled klac.h nu,ld_er. The forward bypass doors move in the ilos-

in_ dire_li_m sinc'e the l)l_l_ _-_mln_and is greater at Mach I06 than it is at Math

1.8 for the I)I)I_ command schedule that was beingused. These pressure tran-

sients were of concern because bypass door motions like those in Figure 4-18

,'ouid _'ause il_l,,t unstarts at hil_her Math numbers.

4.% _.3 l.'iight ._7.-80. Between the first and second flights a full ¢:hec'k-

out of thq' air data transdu¢-ers and their associated wiring was accomplished in

hopes th.1! the pressure transients had been caused by a bad electrical ,:on-

nection. Following this checkout and a complete aircraft preflight, the s_.,:¢_n_l

flight w,_s flown. During this flight a Math "5 FCF and other tests at Math

nu;_d)crs _. I, 2._, and _.8were st:he'(luted. Unfortunately_ the pressure tran-

sients were again experienced and several unstarts occurred at Mach Z. 44 and

Mac h _. 7t,. Because of this the Math _ FCF was not accomplished. It was

also discovered that the restart control law operated differently under CAPCS

i contr,_l than it did with the former analog system. Since successful automatic

i restarts were performed, this fact was not considered to be of immediate
J

importance. The pitch autopilot altitude hold mode waI found to hold altitude
very well. but was of such high gain that an elevator oscillation was created

which degraded the aircraft ride qualities. It was found after landing that the

onboard data tape recorder had failed just prior to takeoff so it was impossible

to make a detailed analysts of these problems.
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4.5.3.3 Flight 37-81. Since the previously noted pressure transients

had recurred durln_ the second flight, a software change in the form of an air

data filter was incorporated in the digital computer prior to this flight. This

filter was actually a special routine which computed the rate of change of the

pressure inputs and held the last good value if the slope was too large. Details

of this co._puter routine were given previously in Paragraph 3. I. 3. The air

data filter proved to be effective in removing the random pressure transients

on subsequent flights.

The tests scheduled for flight 37-81 were not completed

because a rr-.3jor problem developed. At Mach 2.4 the left forward bypass door

began cycling at 3 Hz with a peak-to-peak amplitude of I0 percent. The left

inlet was placed in manual control and the flight was a_orted. Postfllght

analysis indicated that the problem was not C_PCS related and was caused by

a defective pressure ratio transducer associated with th,. :ft duct. This trans-

ducer was replaced prior to the next flight.

4.5. 3.4 Fl_.ht 33-82. Figure 4-I 9 contains plots which depict several

unstarts that occurred on night 3"7-82 at Mach 2. Z. The unstarts were caused

by the rapid closure of the right forward by[_ss door after 4.4 seconds as

indicated in the figure. The inlet went through one rebtart cycle and Immedi-

ately unstarted again. After the second restart cycle the inlet remained started

even though the right bypass door overshot by approximately 6 percent in the

closed direction. At the 36-sef.ond point in the figure, another right forward

_ bypass door closing transient caused a third unstart, at which point the inlets

were placed in the manual mode of operation and the flight was aborted. The

/_ inlet spikes were held at the full forward position for a period of time because

the digital restart control law commands the spikes to .hove forward at maximum

x_te for 3.75 seceeds before bestnning to retract.

4. 5. 3.5 Flilht 3"/-83. Between flights 37-82 and 37-83 ,.n extensive

checkout of the inlet system was performed, but the reason for the rt8ht forward

i

, ! •-43

"it,

1981004533-110



o

t

i
e*'

lO0-

tb

RIGHT
FORWARD
BYPASS 50-
DOOR

POS,TION- i
* °

0

i

FORWARD
BYPASS 50 -

DOOR !
POSITION- _,

RIGHTSPIKE _i
POSITION "

i I_ TRAVEL

_ :
o,

POSITION
'_TRAVEL

40
&,, I I , I I I I

0 $ 16 24 32 40 48

"rIME- SECONOS

Figure 4-19. Automatic Restart Cycles at Mach Z.Z

4-44

1981004533-111



bypass closing with no command was not discovered. The restart cycle logic

was also checked to see why the bypass door easy let down feature was not work-

ing. The easy let down feature was supposed to decrease the rate of door clo-

sure when the duct pressure ratio neared its commanded value. This particular

feature was never made to work satisfactorily with the digital system due to the _

time limitation of the program.

Figure 4-20 shows a comparison between analog and digital

restart cycles. During an analog system restart the spike drives full forward

and immediately returns to its scheduled position. The forward bypass doors go

full open, hold for 7.5 seconds, then close. When they near their scheduled

position the easy let clown feature decreases the closing rate. During a digital

restart, the spike drives forward 58% of full travel, waits until 4 seconds have

elapsed from the restart command, then returns to its scheduled position. The

bypass doors go full open, hold until the spike is at its scheduled position, then

close rapidly with some overshoot. It should be noted that this comparison was

not made at the same Mach number. Thus the spike position scheduled by the

analog and digital systems prior to the unstart and after the unstart are not the

same. This digital mechanizatlonp even though not correct, was considered !

good enough to allow the flight test program to continue, i

t
Flight 37-83 was the first flight flown with the CAI_S auto- I

throttle system working. The acceleration and climb were uneventful until Mach

2.85 was reached. At this point an inlet unstart occurred and the inlet could

not be automatically restarted until the Mach number was reduced. These Mach
2.85 unstarts were of a different nature than those experienced at Mach 2.2 in

I that they had no apparent cause. Even though a standard DPR schedule was used,

it appeared that the scheduled DPI_.'s were too high for that particular flight

L_ i condition. Since the pneumatic line lengths had been changed in the air data
_ I system and the frequency response of the inlet control system was different, it

was not surprising that the analog and digital system dic' "Lotoperate in precisely
the same manner. The rest of the flight was utilized to check the autothrottle

I ,,, !
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and attitude hold systems at Mach Z. 75. It was found that the system gains

were too large, resulting in excessive throttle activity and poor ride qualities

even though speed and altitude were held very accurately.

4.5.3.6 Unstart Problem. To provide a solution to the Mach Z. 85 un-

start and to allow system gain adjustments to be made during flight, the CAI_S

computer was programmed to allow inputs from the operators control panel

located in the rear cockpit of the aircraft. This panel, which was comprised

of five 10-position rotary switches, had originally been designed for the second

phase of the CAPCS program. It had been planned to use the panel for selection

of various subroutines which would optimize the aircraft performance over

discrete portions of its flight envelope. To solve the current problems, four

of the rotary switches were used to bias the inlet schedules and reduce gains tn

the hold modes. The function of each switch was as follows:

Switch l: Each switch position biased the nominal spike

position schedule I/2 inch forward.

Switch 2: Each switch position biased the nominal DPR sche-

dule -0.05 units.

Switch 3: Each switch position reduced the altitude hold system

gain by 5 percent.

Switch 4: Each switch position reduced the autothrottle system i

gain by 5 percent. Ii

., :' The switches were set by the rear cockpit crew member and il_

! were engaged by pushing an ENTER button in either the front or rear cockpits

.,_ of the aircraft. If the pilot did not like the effect of the entry he could enter null

_ ! positions for all of the switches with a special button on the control stick. This _system aUowed circumvention of unstarte in two ways: (I) biases could be enter- [i

°..**.,. j
i where unstarts were known to occur, or 121 biases could be entered during the

I ! restart cycle so that the inlet returned to more coneervatLve spike and door
i 4-47
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positions. Even though the forward bypass doors overshot when closing, the

additional bias usually allowed an automatic restart to be accomplished success-

fu].ly.

4 5.3.7 Remaining NASA Test Flights. The remaining NASA flights

vere flown to explore the inlet unstart boundaries at high speed and to determine

'he optimum gains for the altitude hold and autothrottle systems. Tests were

performed at several Mach number and altitude points which covered the corn-

| tete flight e :velope of the aircraft. The biases that were found to be most

cceptable were as follows:

Schedule Bias Setting

Spike Command 4% of full travel forward between Mach

numbers 2.75 and 3.0. Nominal settings

at other flight conditions.

Duct Pressure Ratio -0. 05 units between Mach numbers 2.75

Command and 3.0. Nominal settings at other flight

conditions, i

Alti _ de Hold Gain A 40% reduction in gain resulted in good

ride qualities and accurate altitude hold I
• I

capability.
f I

Autothrottle Gain A ZO¢/oreduction in gain resulted in good . {

speed hold capability with acceptable

_ throttle activity.
2

Small amplitude forward bypass door limit cycles proved to

b_ a continuing problem throughout the flight tests. These phenomena were not

considered unusual because the analog system had exhibited the same limit
&

cycles at certain Mach numbers. However, during the last flight in the NASA

prograr_ the right forward bypass door system failed completely. Postflight r

inspection revealed that the ships wiring in the nacelle had worn insulation and
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was shorted to ground. The leftinletwiring was also in poor conditionand

could be grounded ifvibrated sufficiently. In retrospect, itis believed that this
i

wiring problem could have accounted for many of the intermittent inlet problems

which could not be :eproduced during ground checkouts. Although this problem

I might have been forestalled by more rigorous inspections, such as visual ino

spection of the nacelle wiring, it was considered more profitable from a program

point of view to fly the aircraft and wait for a hard failure than to ground it for

a long period while in-depth inspections were made.

!
4. 5.3.8 USAF Test Flights. Following the NASA flighttest program

the USAF requested return of YF-IZC, SN 937, with the CAPCS system opera=

tional. The aircraftwas flown three times by USAF flightcrews for operational

evaluation purposes. For these Nights, the computer was reprogrammed with

the revised inletschedule and the revised gains determined during the NASA

flighttest program.

With one exception during flight952-381, the CAPCS func-

tioned perfectly during the USAF flighttests. When reprogramming the computer,

the DPR schedule was biased by +0.05 DPR units instead of -0.0S DPR units

between Mach 2.75 and Mach 3.0. Thus, when the aircraft reached Mach 2.75

the inletimmediately unstarted and would not restart. The pilotswitched to

the manual inletcontrol system and accelerated to Mach 3 where the automatic

i system again worked correctly. This problem was corrected after the flight
and the next two flights had no CAPCS=reiated problems.

! [: 4. _._.9 Flight Te st Summa ry. The per formanc, goal. for the pl_..

_ _ I program were subjective. It was intended to show that the CAPCS worked like

the previous analog systems it replaced and that the system was reliable. In

summary, it can be stated that the system worked as expected with some minor

deviations which could have been corrected during a full development program.

The reliability of the CAPCS was demonstrated since no failures directly

attributable to the new digital portions of the systems occurred. The system

was flown for approximately 23 hours in 13 nights.
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SECTION5

CONCLUSIONS

The CAPCS was a digital control system developed on an ex-

perimental basis to demonstrate the feasibility of replacing the analog air data

system, the analog autopilots, the analog automatic inlet control system and

the analog autothrottle system on the YF-IZC aircraft with a digital computer

that was capable of performing the same computations as its e,nalog counter°

part s.

During the software development phase of the program it was

decided to split the subsystem functions into modules on the basis of their us-

age and their dominant time response. Each module was executed at a rate

determined by the frequency response requirements of the particular subsystem.

This type of segmentation and multip!e rate computation was found to be very

beneficial for software program modification, control and timing.

During the development phase of the program a large-scale

mathematical simulation of the aircraft was used for integration testing and

software checkout. The interface between the CAI=_S and the simulation was

made to represent the interface between the CAI=_S and the aircraft as closely

as possible. This integration and checkout procedure resulted in a relatively

problem-free installation of the CAPCS equipment on the aircraft. In fact, the

signai noise levels were smaller at the aircraft interface than at the simu_tion

interface. Thus, for this system, the aircraft simulation made an "iron bird"

simulation unnecessary.

When programming the subsystem analog transfer functions.

the Tustin transformation method was used. This method was found to yield
good amplitude reproduction of the analog transfer functions at sample rates

f approximately 10 times greater than the frequency capability of the
response

subsystems. Unfortunately. the Tustin transformation method required sample
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rates approximately 50 times greater than the frequency response capability

of the subsystem to yield good reproduction of the phase lag characteristics of

the analog transfer functions. The high sample rate required by this method

rendered it unusaL_te for digitally mechanizing the forward bypass door control

loop. For that appl;cation a number of synchro-to-digital conversions had to

be performed. It was found that Scott-T transformers, which yielded signals

proportional to the sine ,_nd cosine of the shaft angle, were more reliable than

commercia11y available synchro-to-digital converters. This technique required

additional processing to produce the angle value, but the availability of computer

hardware trignometric routines made the conversion times insignificant.

In the original system design the interface unit converted aU

input signals upon computer command. The operational software in the computer

initiated the conversion cycle 108 times per second and proceeded with the ex-

ecution of the software modu/es. During the development phase it was found

that this design resulted in the possibility of a 75-miUisecond time delay in

converting alternating current signals. Thus the frequency responses of the

subsystems that had AC signals were sharply reduced. Based on this exper-

ience, the final version of the interface was redesigned to free run, and a11

parameters were converted at 400 times per second; this helped significantly

to minimize the effect of analog-to-digital conversion on the subsystem response

times.

During the flight test portion of the program only two problems

of significance were discovered. The first problem was a region around 2.8

Msch number where many unstarts occurred when a standard duct pressure

ratio schedule was used. The second problem was an incorrect representation

of the automatic inlet restart function. This problem prohibited the inlet control

system from accomplishing an autematic restart at some flight conditions.

These problems could have been solved by changing the inlet control schedules

and further developing the inlet restart logic hand on flight test results. It

Is significant that in approximately 23 hours of flight there were no fa_ures

attributable to the digital system.
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